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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Milliken
SHEET: 01
STATION: 0+00 to 23+00
RESTORATION RECOMMENATIONS: 0+00 to 23+00

This is the furthest downstream reach of the Little Thompson River at its confluence with the Big
Thompson. Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a
vegetated riparian corridor, 100 to 200 feet wide, comprised primarily of cottonwoods, willows and grass.
Grass and shrub vegetation in the first 1,600 feet appear to have been buried by sediment during the 2013
flood, likely the result of backwater at the confluence with the Big Thompson. The 2013 flood did not
appear to alter the channel alignment or result in significant bank destabilization, although based on review
of aerial photos it appears the low-flow channel has widened and aggraded, which could affect the channel
capacity. Adjacent land use includes agriculture, rural development and a railroad bridge, all which control
the lateral movement of the river and its planform.

Most of the river corridor in this reach is within the Town of Milliken and privately owned property. The
Town of Milliken is currently completing a local storm water master plan. There are several recommended
improvements that may be coordinated, in the future, with the LTWRC Master Plan including property
acquisition, irrigation/stormwater crossing improvements, detention facilities designed with irrigation
diversions or crossings, and channel improvements. One railroad bridge is within this reach. This bridge
was inspected and repaired by the Railroad. Multiple properties were flooded with clusters of buildings in
each property.

Flood-related impacts include deposition and channel widening. As the channel begins to recover and reset
itself, it is likely that over time, the geomorphic tendency will be to reestablish its equilibrium slope and
planform. Much of this reach is relatively stable and expected to recover without restoration activities,
although grading and stabilization activities, particularly the removal of sediment deposition will facilitate
the natural regeneration of vegetation. Thus minor grading and stabilization are recommended in the lower
portion of this reach. In addition, a review should be conducted to assess the channel elevations and
impacts on the floodplain and its elevations. If required, some excavation may be required to return the
channel to pre-flood elevations.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning with minor active restoration.

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

3. Incorporate additional recommendations from the Town’s Master Plan.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 8,400$ 1 8,400$

Dewatering LF 14$ 2300 32,200$

Create/refine Low Flow Channel LF 27$ 0 -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 2300 110,400$

Grade Control EA -$ 0 -$

Grading AC 8,000$ 1 8,000$

Floodplain Stabilization AC 8,100$ 1 8,100$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 1 5,000$

Temporary irrigation and weed management LS 4,025$ 1 4,000$

Site Specific LS -$ -$

SUBTOTAL 176,100$

Contingency, 15% of subtotal 26,400$

Permitting , 2.5% of subtotal 4,400$

Design, plans, specification, contract administration, 15% 26,400$

Supervision & Administration, 10% 17,600$

TOTAL 251,000$

Unit Unit Price
Sta 0+00 to Sta 23+00

Item Description Sheet 1
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Milliken
SHEET: 02
STATION: 23+00 to 50+00
RESTORATION RECOMMENDATIONS: 23+00 to 50+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, 50 to 100 feet wide, comprised primarily of cottonwoods, willows and grass. The 2013 flood did
not appear to alter the channel alignment or result in significant bank destabilization, although based on
review of aerial photos it appears the low-flow channel has widened and likely aggraded. Adjacent land use
includes agriculture, rural development and a railroad bridge, all which control the lateral movement of the
river and its planform.

Most of the river corridor in this reach is within the Town of Milliken and privately owned property. The
Town of Milliken is currently completing a local storm water master plan. There are several recommended
improvements that may be coordinated, in the future, with the LTWRC Master Plan including property
acquisition, irrigation/stormwater crossing improvements, detention facilities designed with irrigation
diversions or crossings, and channel improvements.

There is one road crossing, State Highway 257, at Sta 48+00. Upstream of State Highway 257, the channel
was aligned adjacent to Highways 257 and 60, creating an unnatural 90 bend and a corridor which with
little to no trees prior to the 2013 flood. The U.S. Highway 257 bridge received some repair following the
2013 flood, and is currently is being assessed by CDOT for additional improvements. The Big Thompson
and Platte River Ditch Company are currently repairing a diversion ditch and siphon at Sta 44+00. Several
properties were flooded with clusters of buildings in each property.

Impacts to the river from the 2013 flood include deposition and channel widening, and impacts to diversion
structures and bridges. A review should be conducted to assess the aggraded channel elevations and the
impacts on the floodplain, both in terms of elevations and extent. If required, some excavation may be
required to return the channel to pre-flood elevations. In other areas the channel will likely begin to recover
without significant restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration.

1. Assess the channel elevations and impacts of floodplain elevations and excavate and grade if required

to return the channel to pre-flood elevations.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 10,500$ 1 10,500$

Dewatering LF 14$ 3100 43,400$

Create/refine Low Flow Channel LF 27$ 0 -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 2700 129,600$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 400 30,000$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS 7,500$ 1 7,500$

Site Specific LS -$ -$

SUBTOTAL 221,000$

Contingency, 15% of subtotal 33,200$

Permitting , 2.5% of subtotal 5,500$

Design, plans, specification, contract administration, 15% 33,200$

Supervision & Administration, 10% 22,100$

TOTAL 315,000$

Item Description Unit Unit Price
Sta 23+00 to Sta 48+00

Sheet 2
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Milliken
SHEET: 03
STATION: 50+00 to 76+00
RESTORATION RECOMMENDATIONS: 48+00 to 76+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a very limited
vegetated riparian corridor and shows very little difference between pre- and post-flood conditions. There is
one road crossing, State Highway 60, and one railroad crossing located within 150 feet of each other. The
channel has been moved to run immediately adjacent to State Highway 60, creating an unnatural 90
degree bend and a corridor which had little to no vegetation before the flood. Adjacent land use includes
agriculture, rural development and a railroad bridge, all which control the lateral movement of the river and
its planform.

Highway 60 bridge received some repair
following the 2013 flood, and is currently
being assessed by CDOT for additional
potential improvements. At Sta 72+00 is the
headgate of the Bee Line ditch. This feature
is being reviewed as part of a drainage
master plan being prepared by the Town of
Milliken. It is likely this feature will need
repair from damage due to the 2013 flood.

Several properties were flooded with clusters
of buildings in each property. Most of the
impacted area appears to be rural and

agricultural. Evidence of backwater exists so most damage in the overbanks is likely from water. Flood
related impacts to the river include deposition and channel widening. As the channel begins to recover and
reset itself, it is likely that over time, the geomorphic tendency will be to reestablish its equilibrium slope,
and planform. Much of this reach is relatively stable and expected to recover without restoration activities.
A review should be conducted to assess the channel elevations and impacts on the floodplain and its
elevations. If required, some excavation may be required to return the channel to pre-flood elevations.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

3. Incorporate additional recommendations from the Town’s Master Plan and assess the possible
realignment of the river at the corner of State Highways 257 and 60.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 20,100$ 1 20,100$

Dewatering LF 14$ 3350 46,900$

Create/refine Low Flow Channel LF 27$ 1200 32,400$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 1600 76,800$

Grade Control EA -$ 0 -$

Grading AC 8,000$ 1.5 12,000$

Floodplain Stabilization AC 8,100$ 1.5 12,200$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 1200 6,000$

Bank Stabilization, Level 1 LF 110$ 100 11,000$

Bank Stabilization, Level 2 LF 75$ 450 33,800$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 1.5 7,500$

Temporary irrigation and weed management LS 14,500$ 1 14,500$

Reconstruct levee LS 150,000$ 1 150,000$

SUBTOTAL 423,200$

Contingency, 15% of subtotal 63,500$

Permitting , 2.5% of subtotal 10,600$

Design, plans, specification, contract administration, 15% 63,500$

Supervision & Administration, 10% 42,300$

TOTAL 603,000$

Item Description Unit Unit Price
Sta 48+00 to Sta 76+00

Sheet 2 and 3
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Milliken
SHEET: 04
STATION: 76+00 to 124+00
RESTORATION RECOMMENDATIOS: 76+00 to 124+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a very limited
vegetated riparian corridor and shows very little difference between pre- and post-flood conditions.
Adjacent land use includes agriculture, rural development and roads, all which control the lateral movement
of the river and its planform. There is one road crossing at Sta 81+00 and the Thompson Platte ditch
diversion at Sta 84+00.

The extent of flooding is not well defined so it is not possible to determine exactly how many buildings were
flooded. It is likely several properties were flooded with clusters of buildings in each property. Most of the
impacted area appears to be rural and agricultural. Flood-related impacts to the river include deposition
and minor channel widening. As the channel begins to recover and reset itself, it is likely that over time, the
geomorphic tendency will be to reestablish its equilibrium slope, and planform. Much of this reach is
relatively stable and expected to recover without restoration activities. Deposition in the floodplain is
evident although does not appear to be significant. Some clean up may be required for future agricultural
uses. A review should be conducted to assess the channel elevations and impacts on the floodplain and its
elevations. If required, some excavation may be required to return the channel to pre-flood elevations.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

3. Incorporate additional recommendations from the Town’s Master Plan.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 14,900$ 1 14,900$

Dewatering LF 14$ 4800 67,200$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 4800 230,400$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 312,500$

Contingency, 15% of subtotal 46,900$

Permitting , 2.5% of subtotal 7,800$

Design, plans, specification, contract administration, 15% 46,900$

Supervision & Administration, 10% 31,300$

TOTAL 445,000$

Item Description Unit Unit Price
Sta 76+00 to Sta124+00

Sheet 4
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Milliken
SHEET: 05
STATION: 124+00 to 162+00
RESTORATION RECOMMENDATIONS: 124+00 to 162+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had
a riparian corridor between 50 to 300 feet
wide depending on the adjacent land use and
encroachments. Adjacent land use includes
agriculture, natural gas well pads, rural
development and roads, all which control the
lateral movement of the river and its
planform. Weld County Road 19 crosses the
river at Sta 129+00. Damage to this bridge
from the 2013 flood event has been repaired
by Larimer County.

The extent of flooding is not well defined so it
is not possible to determine exactly how
many structures were flooded. It is likely
several properties were flooded with clusters
of buildings in each property. Most of the
impacted area appears to be rural and agricultural. Flood-related impacts to the river include deposition
and channel widening. As the channel begins to recover and reset itself, it is likely that over time, the
geomorphic tendency will be to reestablish its equilibrium slope, and planform. Much of this reach is
relatively stable and expected to recover without restoration activities. Deposition in the floodplain is
evident although does not appear to be significant and limited to the cottonwood understory. A review
should be conducted to assess the channel elevations and impacts on the floodplain and its elevations. If
required, some excavation may be required to return the channel to pre-flood elevations.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the
channel and overbanks in areas where the
debris could affect flood conveyance. Assess
the channel elevations and impacts of
floodplain elevations and excavate and grade
if required to return the channel to pre-flood
elevations.

2. Geomorphic functions of this reach are likely
sufficient to allow for the natural regeneration
of willow, and other riparian species through
seeding and cloning without active
revegetation.

3. Incorporate additional recommendations from
the Town’s Master Plan.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 11,800$ 1 11,800$

Dewatering LF 14$ 3800 53,200$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 3800 182,400$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 247,400$

Contingency, 15% of subtotal 37,100$

Permitting , 2.5% of subtotal 6,200$

Design, plans, specification, contract administration, 15% 37,100$

Supervision & Administration, 10% 24,700$

TOTAL 353,000$

Item Description Unit Unit Price
Sta 124+00 to Sta 162+00

Sheet 5
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 6
STATION: 162+00 to 193+00
RESTORATION RECOMMENDATIONS: 162+00 to 193+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a riparian corridor
between 50 and 100 feet wide upstream of County
Road 46½. Downstream of County Road 46½, a
dense riparian corridor of almost 500 feet in width
exists. Adjacent land use includes agriculture, open
space, natural gas well pads, rural development and
roads. The vegetation was comprised of largely
cottonwoods, willows and other riparian species.

For the most part, the general channel planform
appears to have remained relatively stable during the
2013 flood event. Some bank erosion was observed
in localized areas, such as near bridge crossing.
Minor sediment deposition along the channel margins
and floodplains also occurred. The extent of flooding
is not well defined so it is not possible to determine exactly how many structures were flooded. Most of the
impacted area appears to be rural and agricultural. Much of this reach is relatively stable and expected to
recover without restoration activities. There are two road crossings here, County Road 46½ and the
Railroad between Sta 175+00 and Sta 177+00. Some riprap replacement was evident at the railroad
bridge, but it was not clear if anything had been done at County Road 46 ½, which appeared to experience
some toe scour. A review should be conducted to assess the channel elevations and impacts on the
floodplain and its elevations. If required, some excavation may be required to return the channel to pre-
flood elevations.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

3. Reshape and stabilize right channel bank on the downstream side of the railroad bridge near Sta
176+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 11,100$ 1 11,100$

Dewatering LF 14$ 3100 43,400$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 3100 148,800$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ 1 -$

Reshape and protect bank LF 150$ 200 30,000$

SUBTOTAL 233,300$

Contingency, 15% of subtotal 35,000$

Permitting , 2.5% of subtotal 5,800$

Design, plans, specification, contract administration, 15% 35,000$

Supervision & Administration, 10% 23,300$

TOTAL 332,000$

Item Description Unit Unit Price
Sta 162+00 to Sta 193+00

Sheet 6
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 7
STATION: 193+00 to 224+00
RESTORATION RECOMMENDATIONS: 193+00 to 224+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a riparian corridor
between 50 and 100 feet wide depending on the
adjacent land use and encroachments. Adjacent land
use includes agriculture, natural gas well pads, rural
development and roads. The vegetation was
comprised of cottonwoods and other riparian
species.

For the most part, the general channel planform
appears to have remained relatively stable during the
2013 flood event. Some bank erosion was observed
in localized areas, and minor sediment deposition
along the channel margins and floodplains also
occurred. The extent of flooding is not well defined
so it is not possible to determine exactly how many
structures were flooded. It is likely several properties were flooded with clusters of buildings in each
property. Most of the impacted area appears to be rural and agricultural. Much of this reach is relatively
stable and expected to recover without restoration activities. A review should be conducted to assess the
channel elevations and impacts on the floodplain and its elevations. If required, some excavation may be
required to return the channel to pre-flood elevations.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 9,600$ 1 9,600$

Dewatering LF 14$ 3100 43,400$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 3100 148,800$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 201,800$

Contingency, 15% of subtotal 30,300$

Permitting , 2.5% of subtotal 5,000$

Design, plans, specification, contract administration, 15% 30,300$

Supervision & Administration, 10% 20,200$

TOTAL 288,000$

Item Description Unit Unit Price
Sta 193+00 to Sta 224+00

Sheet 7
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 8
STATION: 224+00 to 279+00
RESTORATION RECOMMENDATIONS: 224+00 to 279+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had a
sparse riparian vegetation corridor, with limited
canopy and widths ranging from about 50 to 100
feet. The vegetation was comprised of willows,
grasses, and a few cottonwoods in addition to
other riparian species. Limited vegetation was
torn out during the flood, but what is still intact is
somewhat buried with sediment. Adjacent land
use primarily includes agriculture, with some rural
development, and roads.

For the most part, the general channel planform
was maintained during the 2013 flood event.
Some bank erosion did occur in localized areas.
In addition, general aggradation, and moderate
levels of localized sediment deposition along the
channel margins and floodplains also occurred.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

Stabilize right bank between Sta 224+00 and Sta 227+00, Sta 273+50 and Sta 278+50 to protect
adjacent roads.

3. Stabilize left bank near Sta 270+00.

4. Stabilize right channel bank downstream from County Road 17 near Sta 227+00 to protect house and
property.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 22,000$ 1 22,000$

Dewatering LF 14$ 6350 88,900$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 5500 264,000$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 400 44,000$

Bank Stabilization, Level 2 LF 75$ 450 33,800$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS 8,450$ 1 8,500$

Site Specific LS -$ -$

SUBTOTAL 461,200$

Contingency, 15% of subtotal 69,200$

Permitting , 2.5% of subtotal 11,500$

Design, plans, specification, contract administration, 15% 69,200$

Supervision & Administration, 10% 46,100$

TOTAL 657,000$

Item Description Unit Unit Price
Sta 224+00 to Sta 279+00

Sheet 8
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 9
STATION: 279+00 to 317+00
RESTORATION RECOMMENDATIONS: 279+00 to 317+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a relatively dense
riparian vegetation corridor, with widths ranging from
about 50 to 100 feet. The vegetation was comprised of
cottonwoods, willows, and other riparian species, some
of which were torn out during the flood. Vegetation that
is still intact is somewhat buried with sediment.
Adjacent land use primarily includes agriculture, with
some rural development, and roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. Significant
localized bank erosion did occur, especially along the
right bank along the bend near Sta 301+50 and at
County Road 15 Bridge. In addition, general
aggradation, and moderate levels of localized sediment deposition along the channel margins and
floodplains also occurred. A considerable amount of channel bank and overbank erosion threatens
residential structures and property that are in close proximity to the river. Some work was performed at the
County Road 15 Bridge, but no riprap was evident.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

3. Stabilize channel banks between Sta 285+00 and Sta 300+00 to protect access roads.

4. Stabilize right channel bank near Sta 301+50 to protect house from additional erosion.

5. Stabilize right bank near Sta 304+50 and Sta 302+00.

6. Reshape riprap along toe of bank on downstream side of County Road 15 Bridge, which is currently
directing flow directly at opposite bank (right bank) near Sta 301+50.

7. Stabilize right channel bank near Sta 304+50 to protect access road and County Road 15 Bridge.

8. Lower and shorten point bar near Sta 306+50 to reduce angle of flow at right bank downstream.
Stabilize left bank at same location to reduce further channel migration, which would potentially tighten
bend.

9. Grade left floodplain near Sta 305+00 to improve conveyance capacity.

10. Post-flood evidence indicates that overbank flows on the north side of the river immediately
downstream of County Road 15 concentrated and returned to the river near Sta 296+50, which eroded

a portion of the access road. Installation of trench fill riprap buried into the road is recommended to
reduce damage to the road should overtopping flows occur again.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 24,100$ 1 24,100$

Dewatering LF 14$ 6000 84,000$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 3800 182,400$

Grade Control EA -$ -$

Grading AC 8,000$ 0.25 2,000$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ 0.1 3,200$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 500 55,000$

Bank Stabilization, Level 2 LF 75$ 1500 112,500$

Bank Stabilization, Level 3 LF 45$ 200 9,000$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 100 500$

Seeding AC 5,000$ 0.35 1,800$

Temporary irrigation and weed management LS 31,000$ 1 31,000$

Site Specific LS -$ 1 -$

SUBTOTAL 505,500$

Contingency, 15% of subtotal 75,800$

Permitting , 2.5% of subtotal 12,600$

Design, plans, specification, contract administration, 15% 75,800$

Supervision & Administration, 10% 50,600$

TOTAL 720,000$

Item Description Unit Unit Price
Sta 279+00 to Sta 317+00

Sheet 9
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 10
STATION: 317+00 to 361+00
RESTORATION RECOMMENDATIONS: 317+00 to 361+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a dense riparian
vegetation corridor, with average widths of about 250 feet.
The vegetation was comprised of cottonwoods, willows,
and other riparian species, some of which were torn out
during the flood. Some of the vegetation that is still intact
is somewhat buried with sediment. Adjacent land use
primarily includes agriculture, with some rural
development, and roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. Localized bank
erosion did occur, and a few significant scour holes
developed in conjunction with the bank scour in this
reach. In addition, some generalized aggradation, and moderate levels of localized sediment deposition
along the channel margins and floodplains also occurred. Significant ag-infrastructure was severely
damaged during the flood along this reach. This reach also contains at least one utility pipeline buried
below the channel bed near Sta 319+50, but the channel is relatively stable and does not appear to
currently pose a threat to the pipeline.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

3. Stabilize right bank between Sta 324+00 and Sta 330+00 to protect frequent use area.

4. Stabilize right channel banks between Sta 340+00 and Sta 343+50 to protect property, infrastructure,
and access road.

5. Stabilize left channel banks near Sta 353+50 and Sta 345+50 to protect access road.

6. Stabilize banks near Sta 359+00 and Sta 361+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 21,500$ 1 21,500$

Dewatering LF 14$ 5900 82,600$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 4400 211,200$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 400 44,000$

Bank Stabilization, Level 2 LF 75$ 700 52,500$

Bank Stabilization, Level 3 LF 45$ 400 18,000$

Land Reclamation Fill AC 20,200$ 0.04 800$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ 100 1,500$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0.04 200$

Temporary irrigation and weed management LS 18,200$ 1 18,200$

Site Specific LS -$ -$

SUBTOTAL 450,500$

Contingency, 15% of subtotal 67,600$

Permitting , 2.5% of subtotal 11,300$

Design, plans, specification, contract administration, 15% 67,600$

Supervision & Administration, 10% 45,100$

TOTAL 642,000$

Item Description Unit Unit Price
Sta 317+00 to Sta 361+00

Sheet 10
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 11
STATION: 361+00 to 403+00
RESTORATION RECOMMENDATIONS: 361+00 to 403+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a dense riparian
vegetation corridor, ranging in widths between about 50 and 150 feet. The vegetation was comprised of
cottonwoods, willows, and other riparian species, some of which were torn out during the flood. Some of
the vegetation that is still intact is somewhat buried with sediment. Adjacent land use primarily includes
agriculture, with some rural development, and roads.

For the most part, the general channel planform was maintained during the 2013 flood event. Localized
bank erosion did occur along this reach, and a few significant scour holes developed in conjunction with the
bank scour in this reach. In addition, some generalized aggradation, and moderate levels of localized
sediment deposition along the channel margins and floodplains also occurred. The County Road 13 Bridge
was significantly damaged during the flood, and most of the repairs are already complete. Two known
houses were damaged, and those repairs were largely already complete at the time of the field
reconnaissance, but significant ag-infrastructure was also severely damaged. This reach contains at least
one utility pipeline hung above the channel near Sta 375+00, but the channel is relatively stable and does
not appear to pose a threat to the pipeline.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and
overbanks in areas where the debris could affect flood
conveyance. Assess the channel elevations and impacts of
floodplain elevations and excavate and grade if required to
return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to
allow for the natural regeneration of willow, and other riparian
species through seeding and cloning without active
revegetation.

3. Stabilize left bank near Sta 364+00 to protect access road.

4. Reclaim right overbank near Sta 366+00.

5. Grade floodplain near Sta 370+00 to improve conveyance.

6. Stabilize right bank near Sta 371+00 and Sta 368+00 to
protect access road.

7. Stabilize upper bank near Sta 373+00.

8. Stabilize right bank to protect access road near Sta 400+00
and Sta 391+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 19,800$ 1 19,800$

Dewatering LF 14$ 5200 72,800$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 4200 201,600$

Grade Control EA -$ -$

Grading AC 8,000$ 0.5 4,000$

Floodplain Stabilization AC 8,100$ 0.5 4,100$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 450 49,500$

Bank Stabilization, Level 2 LF 75$ 550 41,300$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ 0.2 4,000$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 150 800$

Seeding AC 5,000$ 0.7 3,500$

Temporary irrigation and weed management LS 13,550$ 1 13,600$

Site Specific LS -$ -$

SUBTOTAL 415,000$

Contingency, 15% of subtotal 62,300$

Permitting , 2.5% of subtotal 10,400$

Design, plans, specification, contract administration, 15% 62,300$

Supervision & Administration, 10% 41,500$

TOTAL 592,000$

Item Description Unit Unit Price
Sta 361+00 to Sta 403+00

Sheet 11
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 12
STATION: 403+00 to 456+00
RESTORATION RECOMMENDATIONS: 403+00 to 456+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had relatively dense
riparian vegetation corridor, ranging in widths between
about 50 and 250 feet. The vegetation consists largely
of willows, riparian grasses (e.g., sedges), and
cottonwoods. Much of the vegetation is still intact, but
often somewhat buried with sediment. Adjacent land
use primarily includes agriculture, with some rural
development, and roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. Minor localized
bank erosion did occur along this reach, and a few
significant scour holes developed in conjunction with the
bank scour in this reach. One scour hole is located near
the inverted siphon crossing of the Hillsborough Ditch near Sta 441+00. In addition, some generalized
aggradation, and moderate levels of localized sediment deposition along the channel margins and
floodplains also occurred.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

3. Stabilize left bank near Sta 418+50.

4. Remove substantial in-channel debris plugs near Sta 439+00 and Sta 437+00.

5. Stabilize right bank near Sta 441+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 18,200$ 1 18,200$

Dewatering LF 14$ 5550 77,700$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 5300 254,400$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 250 11,300$

Land Reclamation Fill AC 20,200$ 0.05 1,000$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 150 800$

Seeding AC 5,000$ 0.05 300$

Temporary irrigation and weed management LS 3,275$ 1 3,300$

Remove in-channel debris and plugs LS 15,000$ 1 15,000$

SUBTOTAL 382,000$

Contingency, 15% of subtotal 57,300$

Permitting , 2.5% of subtotal 9,600$

Design, plans, specification, contract administration, 15% 57,300$

Supervision & Administration, 10% 38,200$

TOTAL 544,000$

Item Description Unit Unit Price
Sta 403+00 to Sta 456+00

Sheet 12
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 13
STATION: 456+00 to 493+00
RESTORATION RECOMMENDATIONS: 456+00 to 493+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a somewhat limited
riparian corridor, consisting primarily of riparian
grasses (e.g., sedges), willows, and a few
cottonwoods. Much of the vegetation is still intact, but
considerably buried with sediment. Adjacent land use
primarily includes agriculture, with some rural
development, and roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. Minor
localized bank erosion did occur along this reach, and
a few significant scour holes developed in conjunction
with the bank scour in this reach. In addition, some
generalized aggradation, and moderate levels of
localized sediment deposition along the channel margins and floodplains also occurred.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

3. Stabilize right bank near Sta 458+00.

4. Stabilize upper right bank near Sta 471+00.

5. Stabilize left bank near Sta 485+50.

6. Stabilize right channel bank near Sta 491+00.

7. Floodplain grading near Sta 492+00 to improve conveyance and reduce future scour potential.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 14,900$ 1 14,900$

Dewatering LF 14$ 4550 63,700$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 3700 177,600$

Grade Control EA -$ -$

Grading AC 8,000$ 0.50 4,000$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 850 38,300$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 250 1,300$

Seeding AC 5,000$ 0.5 2,500$

Temporary irrigation and weed management LS 10,900$ 1 10,900$

Site Specific LS -$ -$

SUBTOTAL 313,200$

Contingency, 15% of subtotal 47,000$

Permitting , 2.5% of subtotal 7,800$

Design, plans, specification, contract administration, 15% 47,000$

Supervision & Administration, 10% 31,300$

TOTAL 446,000$

Item Description Unit Unit Price
Sta 456+00 to Sta 493+00

Sheet 13
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 14
STATION: 493+00 to 512+00
RESTORATION RECOMMENDATIONS: 493+00 to 512+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a somewhat limited
riparian corridor, consisting primarily of riparian grasses (e.g., sedges), some willows, and a few
cottonwoods. Much of the vegetation is still intact, but considerably buried with sediment. Adjacent land
use primarily includes agriculture, with some rural development, and roads.

For the most part, the general channel planform was maintained during the 2013 flood event. Minor
localized bank erosion did occur along this reach, and a few significant scour holes developed in
conjunction with the bank scour in this reach. In addition, some generalized aggradation, and moderate
levels of localized sediment deposition along the channel margins and floodplains also occurred.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 5,900$ 1 5,900$

Dewatering LF 14$ 1900 26,600$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 1900 91,200$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 123,700$

Contingency, 15% of subtotal 18,600$

Permitting , 2.5% of subtotal 3,100$

Design, plans, specification, contract administration, 15% 18,600$

Supervision & Administration, 10% 12,400$

TOTAL 176,000$

Item Description Unit Unit Price

Sta 493+00 to Sta 512+00

Sheet 14



Assess post flood channel
capacity, excavate and 
grade as required

500+00

510+00

I
0 400200

Feet Page 14 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Johnstown & Milliken
SHEET: 15
STATION: 512+00 to 535+00
RESTORATION RECOMMENDATIONS: 512+00 to 535+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a somewhat limited
riparian corridor, consisting primarily of riparian grasses
(e.g., sedges), some willows, and a few cottonwoods.
Much of the vegetation is still intact, but considerably
buried with sediment. Adjacent land use primarily
includes agriculture, with some rural development, and
roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. Only minor
localized bank erosion occurred along this reach. In
addition, moderate levels of sediment deposition along
the channel margins and floodplains also occurred.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Assess the channel elevations and impacts of floodplain elevations and
excavate and grade if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to allow for the natural regeneration of willow,
and other riparian species through seeding and cloning without active revegetation.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 7,100$ 1 7,100$

Dewatering LF 14$ 2300 32,200$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 2300 110,400$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 149,700$

Contingency, 15% of subtotal 22,500$

Permitting , 2.5% of subtotal 3,700$

Design, plans, specification, contract administration, 15% 22,500$

Supervision & Administration, 10% 15,000$

TOTAL 213,000$

Item Description Unit Unit Price
Sta 512+00 to Sta 535+00

Sheet 15
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 16
STATION: 535+00 to 574+00
RESTORATION RECOMMENDATIONS: 535+00 to 574+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a scattered riparian
corridor, generally ranging in width between about 50 and 75
feet. Willows are very common, but cottonwoods and other
riparian species are evident as well. Much of the vegetation
is still intact and dominated by willows, but the stands are
significantly buried with sediment. Adjacent land use
includes agriculture, with some rural development, and
roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. Only minor localized
bank erosion occurred along this reach. In addition,
moderate levels of sediment deposition along the channel margins and floodplains also occurred.

Channel erosion and downcutting did expose many of the pier footings at the I-25 Bridge. Since the time of
field assessments, CDOT has reportedly returned to repair and protect footings.

RESTORATION RECOMMENDATIONS

1. Removal of debris is recommended along the channel
and overbanks in areas where the debris could affect
flood conveyance. Assess the channel elevations and
impacts of floodplain elevations and excavate and grade
if required to return the channel to pre-flood elevations.

2. Geomorphic functions of this reach are likely sufficient to
allow for the natural regeneration of willow, and other
riparian species through seeding and cloning without
active revegetation.

3. Bank stabilization in vicinity and below I-25 Bridge near
Sta 543+00.

4. Overbank fill and reclamation along left side of channel
near Sta 551+50 and Sta 545+00.

5. Refinement of low flow channel downstream of the Miner and Longan Ditch diversion structure near Sta
555+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 18,300$ 1 18,300$

Dewatering LF 14$ 4900 68,600$

Create/refine Low Flow Channel LF 27$ 200 5,400$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 3900 187,200$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 200 1,000$

Bank Stabilization, Level 1 LF 110$ 800 88,000$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ 0.5 10,100$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0.5 2,500$

Temporary irrigation and weed management LS 2,525$ 1 2,500$

Site Specific LS -$ -$

SUBTOTAL 383,600$

Contingency, 15% of subtotal 57,500$

Permitting , 2.5% of subtotal 9,600$

Design, plans, specification, contract administration, 15% 57,500$

Supervision & Administration, 10% 38,400$

TOTAL 547,000$

Item Description Unit Unit Price
Sta 535+00 to Sta 574+00

Sheet 16
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 17
STATION: 571+00 to 622+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a scattered riparian
corridor, ranging in width between about 50 and 75 feet. Willows are very common, but cottonwoods and
other riparian species are evident as well. Much of the vegetation is still intact and dominated by willows,
but the stands are significantly buried with sediment. Adjacent land use includes agriculture, with some
rural development, and roads.

For the most part, the general channel planform was maintained during the 2013 flood event. Only minor
localized bank erosion occurred along this reach. In addition, moderate levels of sediment deposition along
the channel margins and floodplains also occurred. Beyond that, only limited damages occurred.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are fairly sufficient to convey flow and sediment, and to allow for the
regeneration of riparian species through natural seeding and cloning without any further restoration.
However, removal of debris is recommended along the channel and overbanks in areas where the
debris could affect flood conveyance.

2. No further actions are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 18
STATION: 622+00 to 668+00
RESTORATION RECOMMENDATIONS: 630+00 to 668+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had a
moderately dense riparian corridor, ranging in
width up to about 100 feet. Willows,
cottonwoods, and wetland grasses (e.g., sedges
and cattails) are evident. Much of the vegetation
is still intact and dominated by willows, but the
stands are significantly buried with sediment.
Adjacent land use includes agriculture, with
some rural development, and roads.

For the most part, the general channel planform
was maintained during the 2013 flood event.
However, significant bank erosion and lateral
migration did occur along this reach, especially near Sta 654+00 where lateral erosion severely damaged
an access road, and near Sta 660+00 resulting in a pond breach. In addition to localized bank erosion, a
significant and consistent problem through this reach appears to have been generalized aggradation and
severe sediment deposition along the channel margins and floodplains, as well as accumulation of debris.

RESTORATION RECOMMENDATIONS

1. Stabilize banks near Sta 639+00, Sta 633+00, and Sta 631+50.

2. Lower and grade floodplain surfaces along channel margins between Sta 641+00 and Sta 651+00 to
improve conveyance capacity.

3. Grade right floodplain near Sta 649+00.

4. Stabilize left bank between Sta 651+00 and 656+00 to protect access road (Access road has already
been reconstructed and some bank protection has already been installed along the road).

5. Realign low flow channel near Sta 657+50 and Sta 655+00 to direct flows downstream rather than
directly toward left bank.

6. Grade and stabilize right bank near Sta 659+00.

7. Stabilize left bank near Sta 660+00 to protect bank/berm shared by irrigation pond.

8. Stabilize left bank near Sta 668+00.

9. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Some of the woody debris could be used as bank and slope stabilization
measures where recommended. Removal of the sandy material deposited in the overbanks may also
be necessary at a number of locations to reclaim farmland.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 13,900$ 1 13,900$

Dewatering LF 14$ 2250 31,500$

Create/refine Low Flow Channel LF 27$ 450 12,200$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 1 8,000$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ 1 32,300$

Point Bar Creation LF 5$ 450 2,300$

Bank Stabilization, Level 1 LF 110$ 1450 159,500$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 350 15,800$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 2 10,000$

Temporary irrigation and weed management LS 5,950$ 1 6,000$

Site Specific LS -$ -$

SUBTOTAL 291,500$

Contingency, 15% of subtotal 43,700$

Permitting , 2.5% of subtotal 7,300$

Design, plans, specification, contract administration, 15% 43,700$

Supervision & Administration, 10% 29,200$

TOTAL 415,000$

Item Description Unit Unit Price
Sta 630+00 to Sta 668+00

Sheet 18



_̂

Co. Rd. 7

Some bank protection has
already been installed

650+00

630+00
640+00

660+00

I
0 400200

Feet Page 18 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 19
STATION: 661+00 to 708+00
RESTORATION RECOMMENDATIONS: 671+00 to 700+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had
a moderately dense riparian corridor, ranging
in width between 100 and 200 feet.
Cottonwoods, willows, and wetland grasses
(e.g., sedges and cattails) are evident. Much
of the vegetation is still intact, but the stands
are significantly buried with sediment.
Adjacent land use includes agriculture, with
some rural development, and roads.

For the most part, the general channel
planform was maintained during the 2013
flood event. Lateral migration, significant bank
erosion, and channel downcutting are limited,
although localized areas showing evidence of
each of these items were observed. The most
significant and consistent problem through this reach appears to have been aggradation in the main
channel, along the channel margins, and in the overbanks, as well as accumulation of debris.

Bank erosion and lateral migration were limited due to the presence of historical bank protection (concrete
rubble, automobiles, etc.). Some localized bank erosion that extended from toe to top of bank was
observed locally. Upper bank erosion was observed in areas where overbank flows returned to the
channel, but the bank toes in these areas appear stable. Downstream from County Road 5, the sharp
bends did not erode significantly due to relief provided by flood conveyance over the inside bend, although
the more moderate bends experienced some bank erosion that could threaten private drives and access
roads.

RESTORATION RECOMMENDATIONS

1. Stabilize left bank near Sta 698+00, Sta 693+00, Sta 685+00, Sta 675+00, Sta 673+00, and Sta
667+00.

2. Stabilize right bank near Sta 705+00.

3. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Some of the woody debris could be used as bank and slope stabilization
measures where recommended. Removal of the sandy material deposited in the overbanks may also
be necessary at a number of locations to reclaim farmland.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 3,300$ 1 3,300$

Dewatering LF 14$ 850 11,900$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 150 11,300$

Bank Stabilization, Level 3 LF 45$ 700 31,500$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS 10,700$ 1 10,700$

Site Specific LS -$ -$

SUBTOTAL 68,700$

Contingency, 15% of subtotal 10,300$

Permitting , 2.5% of subtotal 1,700$

Design, plans, specification, contract administration, 15% 10,300$

Supervision & Administration, 10% 6,900$

TOTAL 98,000$

Item Description Unit Unit Price
Sta 671+00 to Sta 700+00

Sheet 19
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 20
STATION: 699+00 to 744+00
RESTORATION RECOMMENDATIONS: 704+00 to 742+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had
scattered riparian vegetation, with a corridor
width of typically less than about 100 feet.
Cottonwoods, willows, and wetland grasses
(e.g., sedges and cattails) are evident. Much
of the vegetation is still intact, but the stands
are significantly buried with sediment.
Adjacent land use includes agriculture, with
some rural development, and roads.

For the most part, the general channel
planform was maintained during the 2013
flood event. Lateral migration, significant
bank erosion, and channel downcutting are
limited, although localized areas showing
evidence of each of these items were
observed. The most significant and
consistent problem through this reach appears to have been aggradation in the main channel, along the
channel margins, and in the overbanks, as well as accumulation of debris.

Bank erosion and lateral migration were limited due to the presence of historical bank protection (concrete
rubble, automobiles, etc.). Some localized bank erosion that extended from toe to top of bank was
observed. Upper bank erosion was observed in areas where overbank flows returned to the channel, but
the bank toes in these areas appear stable. Some remedial action has occurred at County Road 5 with the
placement of riprap on the upper bank of the left abutment. Downstream from County Road 5, the sharp
bends did not erode significantly due to relief provided by flood conveyance over the inside bend, although
the more moderate bends experienced some bank erosion that could threaten private drives and access
roads.

RESTORATION RECOMMENDATIONS

1. Stabilize right bank near Sta 705+00.

2. Bank stabilization near Sta 741+00.

3. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Some of the woody debris could be used as bank and slope stabilization
measures where recommended. Removal of the sandy material deposited in the overbanks may also
be necessary at a number of locations to reclaim farmland.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 700$ 1 700$

Dewatering LF 14$ 200 2,800$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 200 9,000$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS 2,250$ 1 2,300$

Site Specific LS -$ -$

SUBTOTAL 14,800$

Contingency, 15% of subtotal 2,200$

Permitting , 2.5% of subtotal 400$

Design, plans, specification, contract administration, 15% 2,200$

Supervision & Administration, 10% 1,500$

TOTAL 21,000$

Item Description Unit Unit Price
Sta 704+00 to Sta 742+00

Sheet 20
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 21
STATION: 728+00 to 783+00
RESTORATION RECOMMENDATIONS: 740+00 to 781+00

Aerial photos of pre-flood conditions
and anecdotal information indicate this
reach had scattered riparian
vegetation, with a corridor width of
typically less than about 100 feet.
Cottonwoods, willows, and significant
quantities of wetland grasses (e.g.,
sedges and cattails) are evident. Much
of the vegetation is still intact, but the
stands are significantly buried with
sediment. Adjacent land use includes
agriculture, with some rural
development, and roads.

For the most part, the general channel planform was maintained during the 2013 flood event. Lateral
migration, significant bank erosion, and channel downcutting are limited, although localized areas showing
evidence of each of these items were observed. The most significant and consistent problem through this
reach appears to have been aggradation in the main channel, along the channel margins, and in the
overbanks, as well as accumulation of debris.

Bank erosion and lateral migration were limited due to the presence of historical bank protection (concrete
rubble, automobiles, etc.). Some localized bank erosion that extended from toe to top of bank was
observed locally. Upper bank erosion was observed in areas where overbank flows returned to the
channel, but the bank toes in these areas appear stable.

RESTORATION RECOMMENDATIONS

1. Bank stabilization near Sta 741+00.

2. Stabilize right bank near Sta 773+00.

3. Bank stabilization and grading and lowering near
Sta 779+00.

4. Removal of sediment deposition (grading and
lowering) along the left overbanks between Sta
740+00 to Sta 762+00.

5. Removal of debris is recommended along the
channel and overbanks in areas where the debris
could affect flood conveyance. Some of the woody
debris could be used as bank and slope
stabilization measures where recommended.
Removal of the sandy material deposited in the
overbanks may also be necessary at a number of
locations to reclaim farmland.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 12,900$ 1 12,900$

Dewatering LF 14$ 840 11,800$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ 5 161,500$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 330 24,800$

Bank Stabilization, Level 3 LF 45$ 510 23,000$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 5 25,000$

Temporary irrigation and weed management LS 11,950$ 1 12,000$

Site Specific LS -$ -$

SUBTOTAL 271,000$

Contingency, 15% of subtotal 40,700$

Permitting , 2.5% of subtotal 6,800$

Design, plans, specification, contract administration, 15% 40,700$

Supervision & Administration, 10% 27,100$

TOTAL 386,000$

Item Description

Unit Unit Price

Station 740+00 to 781+00

Sheet 21
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 22
STATION: 766+00 to 815+00
RESTORATION RECOMMENDATIONS: 781+00 to 815+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach
had scattered riparian vegetation, with a
corridor width ranging up to about 150
feet in some areas. In addition to
cottonwoods and willows, significant
quantities of wetland grasses (e.g.,
sedges and cattails) are evident. Much
of the vegetation is still intact, but the
stands are significantly buried with
sediment. Adjacent land use includes
agriculture, with some rural development
and roads.

For the most part, the general channel planform was maintained during the 2013 flood event. Lateral
migration, significant bank erosion, and channel downcutting are limited, although localized areas showing
evidence of each of these items were observed. The most significant and consistent problem through this
reach appears to have been aggradation in the main channel, along the channel margins, and in the
overbanks, as well as accumulation of debris.

Bank erosion and lateral migration were limited due to the presence of historical bank protection (concrete
rubble, automobiles, etc.). Some localized bank erosion that extended from toe to top of bank was
observed locally, including in the vicinity of County Road 3. Upper bank erosion was observed in areas
where overbank flows returned to the channel, but the bank toes in these areas appear stable. The most
significant bank erosion was observed in the vicinity of County Road 3, especially in the reach between Sta
787+00 and Sta 796+00 and just upstream from County Road 3. Some repair work has occurred at the
County Road 3 Bridge, including the placement of riprap on the upper banks of the right abutment and
placement of riprap in a scour hole.

RESTORATION RECOMMENDATIONS

1. Stabilize banks in vicinity of County Road 3 Bridge to protect against flanking of the structure.

2. Siphon crossing below County Road 3 currently protected only by concrete rubble and may require
additional stabilization.

3. Removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance. Some of the woody debris could be used as bank and slope stabilization
measures where recommended. Removal of the sandy material deposited in the overbanks and
grading may also be necessary at a number of locations to reclaim farmland.

4. Stabilize right bank near Sta 773+00.

5. Fill and stabilize upper banks near Sta 779+00.

6. Fill and stabilize upper banks between Sta 788+00 and Sta 801+00 and at Sta 798+00.

7. Bank stabilization near Sta 790+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 7,400$ 1 7,400$

Dewatering LF 14$ 1020 14,300$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 0.5 4,000$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 650 71,500$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 370 16,700$

Land Reclamation Fill AC 20,200$ 1 20,200$

Upper Bank Stablization, Level 1 LF 25$ 120 3,000$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 130 700$

Seeding AC 5,000$ 1.5 7,500$

Temporary irrigation and weed management LS 10,400$ 1 10,400$

Site Specific LS -$ -$

SUBTOTAL 155,700$

Contingency, 15% of subtotal 23,400$

Permitting , 2.5% of subtotal 3,900$

Design, plans, specification, contract administration, 15% 23,400$

Supervision & Administration, 10% 15,600$

TOTAL 222,000$

Item Description

Unit Unit Price

Station 781+00 to 815+00

Sheet 22
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 23
STATION: 814+00 to 853+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a moderately
dense vegetated riparian corridor, with an average
width of about 150 feet. The gradient is slightly
lower in this reach than upstream, and in addition
to cottonwoods and willows, significant quantities
of wetland grasses (e.g., sedges and cattails) are
evident. Much of the vegetation is still intact, but
the stands are significantly buried with sediment.
Adjacent land use includes agriculture, with some
rural development, and roads.

For the most part, the general channel planform
was maintained during the 2013 flood event.
Lateral migration, significant bank erosion, and
channel downcutting are limited, although
localized areas showing evidence of each of these items were observed. The most significant and
consistent problem through this reach appears to have been aggradation in the main channel, along the
channel margins, and in the overbanks, well as accumulation of debris.

Bank erosion and lateral migration were limited due to the presence of historical bank protection (concrete
rubble, automobiles, etc.). Upper bank erosion was observed in areas where overbank flows returned to
the channel, but the bank toes in these areas appear stable.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are fairly sufficient to convey flow and to allow for the regeneration
of riparian species through natural seeding and cloning without any further restoration. However,
removal of debris is recommended along the channel and overbanks in areas where the debris could
affect flood conveyance.

2. No further actions are suggested at this time.



E. Co. Rd. 6c

Remove debris in channel and
floodplain, Sta 859+00 - 875+00 Rockwell Ditch

alignment

830
+00

840+00
820+00

850+00

I
0 400200

Feet Page 23 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 24
STATION: 851+00 to 900+00
RESTORATION RECOMMENDATIONS: 852+00 to 896+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a densely vegetated
riparian corridor, with an average width of about 75 feet.
The vegetation was comprised of cottonwoods, willows,
cattails, and other riparian species, some of which were
torn out during the flood. Many of the cottonwoods
remain, and many of the willows and cattails are still
intact, but the stands are significantly buried with
sediment. Adjacent land use primarily includes agriculture,
with some rural development, and roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. The issues along
this reach primarily consist of localized bank erosion,
some generalized aggradation, localized deposition (primarily in small floodplain surfaces on inside of
bends), and debris jams. Bank erosion along reach is limited in many areas by the presence of concrete
rubble and other buried bank protection measures that were installed prior to the flood (concrete rubble,
automobiles, etc.). Some localized bank erosion that extended from toe to top of bank was observed
locally, including an area just below County Road 1. Significant channel clean up, excavation, and
reconstruction has occurred upstream of Sta 888+50. Seeding or planting of any reshaped channel banks
would help accelerate vegetation recruitment.

The right abutment of County Road 1 was undermined during the 2013 flood event. This has been repaired
with the placement of riprap. It is unknown at this time if any remedial work was performed at County Road
6.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are fairly sufficient
to allow for the regeneration of riparian species through
natural seeding and cloning without any further
restoration. However, seeding or planting of riparian
vegetation along any bare or reconstructed channel
banks and floodplain surfaces is recommended to
accelerate revegetation and stability.

2. Stabilize right bank near Sta 854+00.

3. Stabilize left bank near Sta 876+00.

4. Stabilize banks near Sta 880+00 to protect and stabilize
the Rockwell Ditch and the upstream side of the County
Road 1 Bridge.

5. Lower and grade left floodplain surface near Sta
882+50.

6. Stabilize right bank near Sta 882+50 to protect local residence and property.

7. Stabilize right upper bank near Sta 885+00.

8. Stabilize channel banks in vicinity of County Road 6c Bridge.

9. Stabilize left and right banks between Sta 888+00 and Sta
895+50.

10. Upstream of Sta 885+50 the channel width is likely too wide to
maintain transport of sediment through the system or possibly
even efficient water conveyance at lower flows. It is likely that
over time, the channel will adjust through either minor
downcutting and/or more likely deposition along the wider
channel bottom to naturally narrow the low flow channel. This
process could be expedited via mechanical earthwork.
Providing some low level vegetated benches will also improve
environmental aspects of the channel.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 23,700$ 1 23,700$

Dewatering LF 14$ 4430 62,000$

Create/refine Low Flow Channel LF 27$ 2200 59,400$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 0 -$

Grade Control EA -$ -$

Grading AC 8,000$ 1 8,000$

Floodplain Stabilization AC 8,100$ 1 8,100$

Lowering and Grading AC 32,300$ 1 32,300$

Point Bar Creation LF 5$ 2200 11,000$

Bank Stabilization, Level 1 LF 110$ 350 38,500$

Bank Stabilization, Level 2 LF 75$ 630 47,300$

Bank Stabilization, Level 3 LF 45$ 1250 56,300$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 900 4,500$

Seeding AC 5,000$ 20 100,000$

Temporary irrigation and weed management LS 31,050$ 1 31,100$

Remove debris from channel LS 20,000$ 1 20,000$

SUBTOTAL 502,200$

Contingency, 15% of subtotal 75,300$

Permitting , 2.5% of subtotal 12,600$

Design, plans, specification, contract administration, 15% 75,300$

Supervision & Administration, 10% 50,200$

TOTAL 716,000$

Item Description

Unit Unit Price

Station 852+00 to 895+00

Sheet 24
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 25
STATION: 894+00 to 901+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a moderately dense
vegetated riparian corridor, with a width of less than 100
feet. The vegetation was comprised of cottonwoods, some
willows, and other riparian species, a few of which were
torn out during the flood. Many of the cottonwoods remain.
Adjacent land use primarily includes agriculture, with
some rural development, and roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. The issues along
this reach primarily consist of localized bank erosion,
some generalized aggradation, localized deposition
(primarily in small floodplain surfaces on inside of bends),
and debris jams. Bank erosion along reach is limited in many areas by the presence of concrete rubble
and other buried bank protection measures that were installed prior to the flood. Seeding or planting of any
reshaped channel banks would help accelerate vegetation recruitment.

RESTORATION RECOMMENDATIONS

1. Stabilize channel banks in vicinity of County Road 6c Bridge.

2. Up-and downstream of County Road 6c, the channel width is likely too wide to maintain transport of
sediment through the system or possibly even efficient water conveyance at lower flows. It is likely that
over time, the channel will adjust through either minor downcutting and/or more likely deposition along
the wider channel bottom to naturally narrow the low flow channel. This process could be expedited via
mechanical earthwork. Providing some low level vegetated benches will also improve environmental
aspects of the channel.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 4,100$ 1 4,100$

Dewatering LF 14$ 1050 14,700$

Create/refine Low Flow Channel LF 27$ 700 18,900$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 0 -$

Grade Control EA -$ -$

Grading AC 8,000$ 0 -$

Floodplain Stabilization AC 8,100$ 0 -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 700 3,500$

Bank Stabilization, Level 1 LF 110$ 200 22,000$

Bank Stabilization, Level 2 LF 75$ 0 -$

Bank Stabilization, Level 3 LF 45$ 150 6,800$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 0 -$

Seeding AC 5,000$ 2 10,000$

Temporary irrigation and weed management LS 1,700$ 1 1,700$

Remove debris from channel LS 2,500$ 1 2,500$

SUBTOTAL 84,200$

Contingency, 15% of subtotal 12,600$

Permitting , 2.5% of subtotal 2,100$

Design, plans, specification, contract administration, 15% 12,600$

Supervision & Administration, 10% 8,400$

TOTAL 120,000$

Item Description

Unit Unit Price

Station 895+00 to 900+00

Sheet 24
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 26
STATION: 894+00 to 933+00
RESTORATION RECOMMENDATIONS: 852+00 to 916+00

Aerial photos of pre-flood conditions
and anecdotal information indicate this
reach had a densely vegetated riparian
corridor, with an average width of about
100 feet. The vegetation was comprised
of cottonwoods, willows, and other
riparian species, some of which were
torn out during the flood. Many of the
cottonwoods remain. Adjacent land use
primarily includes agriculture, with some
rural development, and roads.

For the most part, the general channel
planform was maintained during the
2013 flood event. The issues along this
reach primarily consist of localized bank
erosion, some generalized aggradation,
localized deposition (primarily in small
floodplain surfaces on inside of bends),
and debris jams. Bank erosion along
reach is limited in many areas by the
presence of concrete rubble and other buried bank protection measures that were installed prior to the
flood. Significant channel clean up, excavation, and reconstruction has occurred downstream of Sta
915+50. Seeding or planting of any reshaped channel banks would help accelerate vegetation recruitment.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are fairly sufficient to allow for the regeneration of riparian species
through natural seeding and cloning without any further restoration. However, seeding or planting of
riparian vegetation along any bare or reconstructed channel banks and floodplain surfaces is
recommended to accelerate revegetation and stability.

2. Stabilize channel banks in vicinity of County Road 6c Bridge.

3. Stabilize right bank near Sta 901+00.

4. Stabilize right bank near Rockwell Ditch Diversion Structure or tie diversion structure farther into the
bank.

5. Stabilize left bank near Sta 906+00 and tie into Rockwell Ditch Diversion Structure.

6. Stabilize right bank near Sta 909+00.

7. Stabilize and grade floodplain near Sta 922+00.

8. Downstream of Sta 915+50 the channel width is currently likely too wide to maintain transport of
sediment through the system or possibly even efficient water conveyance at lower flows. It is likely that
over time, the channel will adjust through either minor downcutting and/or more likely deposition along
the wider channel bottom to naturally narrow the low flow channel. This process could be expedited via

mechanical earthwork. Providing some low level vegetated benches will also improve environmental
aspects of the channel.

9. Stabilize left bank near Sta 929+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 14,300$ 1 14,300$

Dewatering LF 14$ 2500 35,000$

Create/refine Low Flow Channel LF 27$ 1500 40,500$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 0 -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 1500 7,500$

Bank Stabilization, Level 1 LF 110$ 200 22,000$

Bank Stabilization, Level 2 LF 75$ 0 -$

Bank Stabilization, Level 3 LF 45$ 800 36,000$

Land Reclamation Fill AC 20,200$ 0 2,000$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 0 -$

Seeding AC 5,000$ 15 75,000$

Temporary irrigation and weed management LS 9,500$ 1 9,500$

Remove debris from channel LS 15,000$ 1 15,000$

SUBTOTAL 256,800$

Contingency, 15% of subtotal 38,500$

Permitting , 2.5% of subtotal 6,400$

Design, plans, specification, contract administration, 15% 38,500$

Supervision & Administration, 10% 25,700$

TOTAL 366,000$

Item Description

Unit Unit Price

Station 900+00 to 930+00

Sheet 26
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 27
STATION: 927+00 to 964+00
RESTORATION RECOMMENDATIONS: 927+00 to 945+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had a
densely vegetated riparian corridor, with an
average width of about 100 feet. The vegetation
was comprised of cottonwoods, willows, and
other riparian species, some of which were torn
out during the flood. Many of the cottonwoods
remain, and many of the willows are still intact,
but the stands are significantly buried with
sediment. Adjacent land use includes
agriculture, rural development, and roads.

For the most part, the general channel planform
was maintained during the 2013 flood event.
Local scour along channel banks and debris
and sediment deposition along the floodplain
occurred during the flood. Seeding or planting of
any reshaped channel banks would help accelerate vegetation recruitment.

The landowner has placed riprap and graded along the right bank downstream of the bridge at 1st Street.
Riprap on the right abutment has also been placed since the 2013 flood.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are fairly sufficient to allow for the regeneration of willow and other
riparian species through natural seeding and cloning without any further restoration. However, seeding
or planting of riparian vegetation along any bare channel banks and floodplain surfaces is
recommended to accelerate revegetation and stability.

2. Restore low-flow channel in several sections by removing debris and reconstructing single thread
channel.

3. Stabilize left bank near Sta 929+00, Sta 935+00 and Sta 939+00.

4. Stabilize right bank near Sta 934+00

5. Stabilize right bank and reclaim right overbank near Sta 941+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 9,000$ 1 9,000$

Dewatering LF 14$ 1270 17,800$

Create/refine Low Flow Channel LF 27$ 400 10,800$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 400 2,000$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 200 15,000$

Bank Stabilization, Level 3 LF 45$ 670 30,200$

Land Reclamation Fill AC 20,200$ 0.25 5,100$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 17 86,200$

Temporary irrigation and weed management LS 12,575$ 1 12,600$

Site Specific LS -$ -$

SUBTOTAL 188,700$

Contingency, 15% of subtotal 28,300$

Permitting , 2.5% of subtotal 4,700$

Design, plans, specification, contract administration, 15% 28,300$

Supervision & Administration, 10% 18,900$

TOTAL 269,000$

Item Description

Unit Unit Price

Station 927+00 to 945+00

Sheet 27
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 28
STATION: 952+00 to 985+00
RESTORATION RECOMMENDATIONS: 952+00 to 984+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a densely vegetated
riparian corridor, with an average width of about 100 feet.
The vegetation was comprised of cottonwoods, willows, and
other riparian species, some of which were torn out during
the flood. Cottonwoods are primarily the only remaining
vegetation at this time. Adjacent land use includes
agriculture, rural development, and roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. Local scour along
channel banks and debris and sediment deposition along the
floodplain occurred during the flood. Seeding or planting of
any reshaped channel banks would help accelerate
vegetation recruitment. Dry Creek confluences with the Little Thompson River at Sta 972+00.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are likely sufficient to allow for the regeneration of willow, and other
riparian species through natural seeding and cloning without any further restoration. However, seeding
or planting of riparian vegetation along any bare channel banks and floodplain surfaces is
recommended to accelerate revegetation and stability.

2. Monitor the river in the vicinity of Dry Creek to ensure that future sediment loads do not impact flood-
conveyance capacity.

3. No further actions are suggested at this time.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 3,800$ 1 3,800$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 15 75,000$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 78,800$

Contingency, 15% of subtotal 11,800$

Permitting , 2.5% of subtotal 2,000$

Design, plans, specification, contract administration, 15% 11,800$

Supervision & Administration, 10% 7,900$

TOTAL 112,000$

Item Description Unit Unit Price
Sta 952+00 to Sta 984+00

Sheet 28
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 29
STATION: 982+00 to 1011+00
RESTORATION RECOMMENDATIONS: 985+00 to 994+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had scattered areas of
moderately dense riparian vegetation. The vegetation was
comprised of cottonwoods, willows, and other riparian
species, many of which were torn out during the flood.
Cottonwoods are primarily the only remaining vegetation at
this time. Adjacent land use includes agriculture, rural
development, and roads.

For the most part, the general channel planform was
maintained during the 2013 flood event. Local scour along
channel banks and debris and sediment deposition along
the floodplain occurred during the flood. The most
significant overbank sediment deposition occurred
upstream (south) of the County Road 4E Bridge due to the constricting effects of the bridge, and was on
the order of 4 to 6 feet. Riprap has been placed on the upper banks of this bridge.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are likely sufficient to allow for the regeneration of willow, and other
riparian species through natural seeding and cloning without any further restoration. However, seeding
or planting of riparian vegetation along any bare channel banks and floodplain surfaces is
recommended to accelerate revegetation and stability.

2. Lower and grade left floodplain near Sta 990+00 and the right overbank between Sta 990+00 to Sta
1000+00.

3. Stabilize right bank near Sta 1006+00, including fill/reclamation of right over bank.

4. Refinement of low-flow channel and stabilization of banks near Sta 1010+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 13,700$ 1 13,700$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ 6 193,800$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 16 80,000$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 287,500$

Contingency, 15% of subtotal 43,100$

Permitting , 2.5% of subtotal 7,200$

Design, plans, specification, contract administration, 15% 43,100$

Supervision & Administration, 10% 28,800$

TOTAL 410,000$

Item Description

Unit Unit Price

Station 985+00 to 1001+50

Sheet 29
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 30
STATION: 997+00 to 1029+00
RESTORATION RECOMMENDATIONS: 1000+00 to 1017+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had scattered areas of
moderately dense riparian vegetation. The vegetation
was comprised of cottonwoods, willows, and other
riparian species, many of which were torn out during the
flood. Adjacent land use includes agriculture, rural
development, and roads. Flood flows caused significant
bank erosion in certain locations, such as along the left
bank near Sta 1025+00. Significant bank erosion also
occurred along the right bank near Sta 1013+00, which
was largely due to scour that flanked the Osborne
Caywood Ditch Diversion Structure and directed flows
directly at the right overbank. Flood flows also deposited
significant amounts of sediment and debris along the
channel and floodplain. Overbank and floodplain
sedimentation and channel bank erosion are the dominant flood impacts in this reach.

The County Road 17 Bridge and the Osborne Caywood Ditch Diversion Structure was severely damaged
during the flood. To date, most of the repairs have been made to both structures.

RESTORATION RECOMMENDATIONS

1. Stabilize right bank near Sta 1006+00.

2. Stabilize the banks in the vicinity of the Osborne Caywood Ditch Diversion Structure to reduce potential
for future failure due to flanking of the structure. Extend left bank stabilization, (level 1) between the
Osborne Caywood Diversion Structure at Sta 1018+00 to the bridge at County Road 17.

3. Extend wingwall and add bank protection at the right upstream end of the diversion structure at Sta
1016+00.

4. Refinement of low-flow channel and reclamation of right overbank immediately downstream from
Osborne Caywood Ditch Diversion Structure at approximately Sta 1013+00.

5. Overbank reclamation between Sta 1010+00 to Sta 1015+00 and near Sta 1025+00.

6. Stabilize banks upstream of County Road 17 to about Sta 1028+00.

7. Grading and lowering (removal of sediment) along both overbanks in numerous locations between Sta
1000+00 to Sta 1019+00.

8. Restore pond in the overbanks opposite Sta 1010+00.

9. In general, clearing of primary low flow channel, removal of significant sediment deposits along the
floodplain, and grading of floodplain surfaces to ensure proper connectivity and drainage with river is
recommended.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 35,800$ 1 35,800$

Dewatering LF 14$ 3770 52,800$

Create/refine Low Flow Channel LF 27$ 500 13,500$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ 8 258,400$

Point Bar Creation LF 5$ 500 2,500$

Bank Stabilization, Level 1 LF 110$ 670 73,700$

Bank Stabilization, Level 2 LF 75$ 1800 135,000$

Bank Stabilization, Level 3 LF 45$ 800 36,000$

Land Reclamation Fill AC 20,200$ 2 40,400$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 10 50,000$

Temporary irrigation and weed management LS 52,850$ 1 52,900$

Site Specific LS -$ -$

SUBTOTAL 751,000$

Contingency, 15% of subtotal 112,700$

Permitting , 2.5% of subtotal 18,800$

Design, plans, specification, contract administration, 15% 112,700$

Supervision & Administration, 10% 75,100$

TOTAL 1,070,000$

Item Description

Unit Unit Price

Station 1001+50 to 1028+00

Sheet 30
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 31
STATION: 1028+00 to 1063+00
RESTORATION RECOMMENDATIONS: 1028+00 to 1060+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a moderately
dense vegetated riparian corridor, ranging from
100 to 300 feet wide. The vegetation was
comprised of cottonwoods, willows, and other
riparian species, many of which were torn out
during the flood. Flood flows caused some
significant bank scour in certain locations. Flood
flows also deposited significant amounts of
sediment and debris along the channel and
floodplain. Sedimentation and bank erosion are the
dominant flood impacts in this reach. Adjacent land
use includes agriculture, rural development, and
roads.

Riprap has been placed on the upper banks
adjacent to State Highway 287.

RESTORATION RECOMMENDATIONS

1. Stabilize right bank near Sta 1038+00 and Sta 1032+00.

2. Lowering and grading of the floodplain near Sta 1055+00.

3. Stabilize right bank near Sta 1055+00, including immediately upstream of State Highway 287 Bridge.

4. In general, clearing of primary low-flow channel, removal of significant sediment deposits along the
floodplain, and grading of floodplain surfaces to ensure proper connectivity and drainage with river is
recommended.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 22,700$ 1 22,700$

Dewatering LF 14$ 2850 39,900$

Create/refine Low Flow Channel LF 27$ 1500 40,500$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ 3 24,300$

Lowering and Grading AC 32,300$ 6 193,800$

Point Bar Creation LF 5$ 1500 7,500$

Bank Stabilization, Level 1 LF 110$ 150 16,500$

Bank Stabilization, Level 2 LF 75$ 750 56,300$

Bank Stabilization, Level 3 LF 45$ 450 20,300$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 6 30,000$

Temporary irrigation and weed management LS 25,225$ 1 25,200$

Site Specific LS -$ -$

SUBTOTAL 477,000$

Contingency, 15% of subtotal 71,600$

Permitting , 2.5% of subtotal 11,900$

Design, plans, specification, contract administration, 15% 71,600$

Supervision & Administration, 10% 47,700$

TOTAL 680,000$

Item Description

Unit Unit Price

Station 1028+00 to 1060+00

Sheet 31
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 32
STATION: 1057+00 to 1094+00
RESTORATION RECOMMENDATIONS: 1060+00 to 1094+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, ranging from 100 to 250 feet wide, but with local floodplain areas expanding the
width to as much as 400 feet. The vegetation was comprised of cottonwoods, willows, and other riparian
species, many of which were torn out during the flood. Flood flows caused some significant bank scour in
certain locations, such as along the right bank downstream from County Road 4 near Sta 1091+00. Flood
flows also deposited significant amounts of sediment and debris along the channel and floodplain.
Sedimentation and bank erosion are the dominant flood impacts in this reach. Adjacent land use includes
agriculture, rural development, and roads.

RESTORATION RECOMMENDATIONS

1. Stabilize right bank near Sta 1091+00 and extend to County Road 4.

2. Grading along wide floodplain adjacent to left channel bank downstream from Sta 1088+00.

3. Stabilize right bank near Sta 1078+00.

4. Lowering and grading of the floodplain near Sta 1065+00.

5. In general, clearing of primary low-flow channel (including removal of large tree at Sta 1091+00),
removal of significant sediment deposits along the floodplain, and grading of floodplain surfaces to
ensure proper connectivity and drainage with river is recommended.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 14,600$ 1 14,600$

Dewatering LF 14$ 700 9,800$

Grading AC 8,000$ 11 88,000$

Lowering and Grading AC 32,300$ 1.5 48,500$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 300 33,000$

Bank Stabilization, Level 2 LF 75$ 150 11,300$

Bank Stabilization, Level 3 LF 45$ 250 11,300$

Seeding AC 5,000$ 12.5 62,500$

Temporary irrigation and weed management LS 27,650$ 1 27,700$

SUBTOTAL 306,700$

Contingency, 15% of subtotal 46,000$

Permitting , 2.5% of subtotal 7,700$

Design, plans, specification, contract administration, 15% 46,000$

Supervision & Administration, 10% 30,700$

TOTAL 437,000$

Item Description Unit Unit Price
Sta 1060+00 to Sta 1094+00

Sheet 32
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 33
STATION: 1178+00 to 1120+00
RESTORATION RECOMMENDATIONS: 1094+00 to 1120+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a sparsely
vegetated riparian corridor, with average widths of less
than about 100 feet. The alignment appears highly
altered due to roads and buildings with the river
running parallel and south of County Road 4, then
turning 90 degrees to the north, crossing under County
Road 4. The vegetation was comprised of
cottonwoods, willows, and other riparian species, many
of which were torn out during the flood. Flood flows
caused some localized scour of the floodplain and
overbank surfaces in some areas. Flood flows also
deposited significant amounts of sediment and debris
along the channel and floodplain. Sedimentation and
bank erosion are the dominant flood impacts in this
reach. Adjacent land use includes agriculture, rural development, and roads.

Significant flooding issues associated, in part, by the limited capacity of the Mountain River Road Bridge,
and the 90-degree turn the river makes at County Road 4 occurred within the area. This resulted in
significant infrastructure and residential damages. Sedimentation caused the channel to avulse, drastically
changing the planform. Low-flow channel upstream of Sta 1103+00 does not have adequate sediment
transport capacity at low to moderate flows, and flood flow capacity in this area is severely diminished.

Between Sta 1085+00 and Sta 1110+00, the FIS effective floodplain and floodway follow a straight
alignment rather than paralleling County Road 4 and turning 90 at the bridge. The alignment and road
overtopping are likely both contributing to the very wide floodplain in this area, which is at least 1,250 feet
spanning northward to about the Eglin Ditch. Field observations and aerial images indicate the flood
pattern from the 2013 event followed a similar alignment.

RESTORATION RECOMMENDATIONS

1. A detailed hydraulic and sediment transport evaluation of this area is recommended to analyze and
develop a design that would improve sediment transport capacity at low to moderate flows, increase
flood capacity (including through Mountain River Road Bridge), and improve functionality of Eglin Ditch
diversion structure.

2. Grade near-channel floodplain from Sta 1103+00 near Mountain River Road upstream to about Sta
1120+00.

3. Refine low-flow channel upstream from Sta 1103+00 near Mountain River Road. This refinement
includes lowering of the channel bed profile.

4. Stabilize left channel bank from Sta 1114+00 to Sta 1127+00.

5. Reclaim overbank and grade along both sides of the channel from Mountain River Road upstream to
about Sta 1120+00. The overbank grading should be done in conjunction with the near-channel
floodplain grading to provide surfaces and conveyance at various flow levels. Overbank reclamation

and fill will, in part, help improve sediment transport capacity, but design should include analysis of
associated flood-flow impacts.

6. Seeding or planting of any reworked channel banks to help accelerate vegetation recruitment.

7. Develop design for new Eglin Ditch Diversion Structure headgate.

8. Stabilize left bank near Sta 1104+00. Stabilize right bank near Sta 1091+00.

9. Grading along wide floodplain adjacent to left channel bank downstream from Sta 1088+00.

OPINION OF PROBABLE COST

Additional improvements which are strongly encouraged to consider are noted below:

1. Construct a new bridge under W. County Road 4 with greater capacity and to the west of the
existing bridge to help alleviate the sharp bend in the river at the bridge.

2. Modify the channel alignment between Sta 1085+00 to Sta 1105+00 by moving the channel
westerly (to the new bridge location) and reducing the bend at the bridge to potentially improve
conveyance and reduce the lateral extent of flood flows (and potentially the lateral extent of the FIS
effective floodplain and floodway). This realignment would also alleviate the scour pressures noted
at the silo located at Sta 1091+00.

3. Consider modifying the elevation profile of West County Road 4 by shifting rise in road elevations
farther east than existing in order to reduce potential for overtopping of road under flood conditions.

4. Modify or replace Mountain River Road Bridge to increase flow capacity.

Quantity Cost

Mob/Demob LS 55,400$ 1 55,400$

Dewatering LF 14$ 2760 38,600$

Create/refine Low Flow Channel LF 27$ 1600 43,200$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 15 120,000$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ 2 64,600$

Point Bar Creation LF 5$ 1600 8,000$

Bank Stabilization, Level 1 LF 110$ 310 34,100$

Bank Stabilization, Level 2 LF 75$ 850 63,800$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ 20 404,000$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 37 185,000$

Temporary irrigation and weed management LS 146,950$ 1 147,000$

Site Specific LS -$ -$

SUBTOTAL 1,163,700$

Contingency, 15% of subtotal 174,600$

Permitting , 2.5% of subtotal 29,100$

Design, plans, specification, contract administration, 15% 174,600$

Supervision & Administration, 10% 116,400$

TOTAL 1,658,000$

Item Description Unit Unit Price
Sta 1094+00 to Sta 1120+00

Sheet 33 and 34
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 34
STATION: 1120+00 to 1150+00
RESTORATION RECOMMENDATIONS: 1120+00 to 1164+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach
had a moderately dense vegetated riparian
corridor, ranging up to about 150 feet in
width. The vegetation was comprised of
cottonwoods, willows, and other riparian
species, some of which were torn out
during the flood. Flood flows caused some
localized scour of the floodplain and
overbank surfaces in some areas,
including significant lateral channel
migration in the bends near Sta 1126+00
and Sta 1138+00. Flood flows also deposited large amounts of sediment and debris along the channel and
floodplain. Adjacent land use includes agriculture, rural development, and roads.

Upstream of about Sta 1130+00, except for the channel erosion at the bend at Sta 1138+00, the channel
planform did not change significantly during the 2013 flood event. General scour enlarged the channel size,
local bank scour occurred, and debris and sediment deposition impacted both the channel, floodplain, and
overbank areas. Seeding or planting of any reworked channel banks would help accelerate vegetation
recruitment.

Downstream of Sta 1130+00, significant flooding issues associated, in part, by the limited capacity of the
Mountain River Road Bridge, occurred within the area. This resulted in significant infrastructure and
residential damages. Sedimentation caused the channel to avulse, drastically changing the planform. Low-
flow channel does not have adequate sediment-transport capacity at low to moderate flows, and flood-flow
capacity in this area is severely diminished.

RESTORATION RECOMMENDATIONS

1. See sheet 33 for recommendations downstream of Sta 1120+00.

2. Stabilize left channel bank from Sta 1120+00 to Sta 1127+00.

3. Floodplain stabilization between Sta 1120+00 and Sta 1130+00.

4. Stabilize right bank between Sta 1132+00 and Sta 1150+00.

5. Realign river to pre-flood alignment between Sta 1134+00 to Sta 1140+00.

6. Overbank reclamation near Sta 1136+00.

7. Stabilize left bank near Sta 1149+00.

8. Seeding or planting of any reworked channel banks would help accelerate vegetation recruitment.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 34,900$ 1 34,900$

Dewatering LF 14$ 6550 91,700$

Create/refine Low Flow Channel LF 27$ 2000 54,000$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ 1 8,100$

Lowering and Grading AC 32,300$ 2 64,600$

Point Bar Creation LF 5$ 2000 10,000$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 2300 172,500$

Bank Stabilization, Level 3 LF 45$ 2250 101,300$

Land Reclamation Fill AC 20,200$ 0.5 10,100$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 22.5 112,500$

Temporary irrigation and weed management LS 73,000$ 1 73,000$

Site Specific LS -$ -$

SUBTOTAL 732,700$

Contingency, 15% of subtotal 109,900$

Permitting , 2.5% of subtotal 18,300$

Design, plans, specification, contract administration, 15% 109,900$

Supervision & Administration, 10% 73,300$

TOTAL 1,044,000$

Item Description

Unit Unit Price

Station 1120+00 to 1164+00

Sheet 34 and 35
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 35
STATION: 1144+00 to 1180+00
RESTORATION RECOMMENDATIONS: 1168+00 to 1179+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a moderately
dense vegetated riparian corridor, ranging from 150
to 250 feet wide, but with local floodplain areas
expanding the width to as much as 400 feet. The
vegetation was comprised of cottonwoods, willows,
and other riparian species, some of which were torn
out during the flood. Flood flows caused some
localized scour of the floodplain and overbank
surfaces in some areas, including significant lateral
channel migration in the large bend near Sta
1162+00. Flood flows also deposited large amounts
of sediment and debris along the channel and
floodplain. Adjacent land use includes agriculture, rural development, and roads.

Except for the channel erosion at the bend near Sta 1162+00, the channel planform did not change
significantly during the 2013 flood event. General scour enlarged the channel size, local bank scour
occurred, and debris and sediment deposition impacted both the channel, floodplain, and overbank areas.
The channel avulsed immediately downstream of County Road 21 due to debris blockage. Seeding or
planting of any reworked channel banks would help accelerate vegetation recruitment. Significant channel
widening occurred downstream of County Road 21. The bridge at County Road 21 was significantly
damaged during the flood and is being repaired as of early Summer 2014.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are likely sufficient to allow for the regeneration of willow, and other
riparian species through natural seeding and cloning without any further restoration. However, seeding
or planting of riparian vegetation along the bare reworked channel banks is recommended to accelerate
revegetation and stability of the banks and floodplain.

2. Realign river to pre-flood alignment between Sta 1144+00 to Sta 1153+00.

3. Stabilize right channel bank and floodplain surface near Sta 1154+00.

4. Stabilize banks downstream of County Road 21.

5. Left channel bank near Sta 1162+00 eroded approximately 130 feet to the north. Current channel
geometry has an improved conveyance capacity, and should also provide adequate surface for
regeneration of riparian vegetation. It is, however, recommended that the left channel bank be
stabilized to reduce chance for further erosion.

6. Floodplain grading near Sta 1175+00.

7. Stabilize left bank near Sta 1175+00.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 5,700$ 1 5,700$

Dewatering LF 14$ 400 5,600$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 3.5 28,000$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 400 18,000$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 8.5 42,500$

Temporary irrigation and weed management LS 11,500$ 1 11,500$

Site Specific LS -$ -$

SUBTOTAL 111,300$

Contingency, 15% of subtotal 16,700$

Permitting , 2.5% of subtotal 2,800$

Design, plans, specification, contract administration, 15% 16,700$

Supervision & Administration, 10% 11,100$

TOTAL 159,000$

Item Description

Unit Unit Price

Station 1168+00 to 1179+00

Sheet 35 and 36
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 36
STATION: 1169+00 to 1195+00
RESTORATION RECOMMENDATIONS: 1179+00 to 1199+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had a
moderately dense vegetated riparian corridor,
ranging from 200 to 300 feet wide, but with
local areas containing additional vegetation
somewhat set back from the channel. The
vegetation was comprised of cottonwoods,
willows, and other riparian species, a few of
which were torn out during the flood.
Significant channel and floodplain
reconstruction has already occurred, and
cottonwoods are primarily the only remaining
vegetation at this time. Adjacent land use includes agriculture, rural development, and roads.

For the most part, the general channel planform was maintained during the 2013 flood event. General
scour that enlarged the channel, local scour and bank retreat, and debris and sediment deposition occurred
during the flood, but due to channel reconstruction, some post-flood impacts were not identifiable. Seeding
or planting of the reworked channel banks would help accelerate vegetation recruitment.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are likely sufficient to allow for the regeneration of willow, and other
riparian species through natural seeding and cloning without any further restoration. However, seeding
or planting of riparian vegetation along the bare reworked channel banks is recommended to accelerate
revegetation and stability of the banks and floodplain.

2. Stabilize left bank near Sta 1175+00.

3. Floodplain grading near Sta 1175+00.

4. Stabilize floodplain in areas where channel has been reconstructed.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 3,800$ 1 3,800$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ 2.5 20,300$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 10 50,000$

Temporary irrigation and weed management LS 5,075$ 1 5,100$

Site Specific LS -$ -$

SUBTOTAL 79,200$

Contingency, 15% of subtotal 11,900$

Permitting , 2.5% of subtotal 2,000$

Design, plans, specification, contract administration, 15% 11,900$

Supervision & Administration, 10% 7,900$

TOTAL 113,000$

Item Description Unit Unit Price
Sta 1179+00 to Sta 1199+00

Sheet 36 and 37



Diversion structure is going to be rebuilt. 
Need to stabilize into banks

Rive
r Terr

ace
 Dr.

Rive
r Terr

ace
 Dr.

Overbank reconstruction
completed by owner in general
conformance with this master plan.

Overbank reconstruction has 
already occurred

Eagle Ditch
Alignment

1170+00

1180+00

1190+00

I
0 400200

Feet Page 36 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 37
STATION: 1184+00 to 1220+00
RESTORATION RECOMMENDATIONS: 1199+00 to 1211+00

Aerial photos of pre-flood conditions
and anecdotal information indicate this
reach had a moderately dense
vegetated riparian corridor,
approximately 200 feet wide, with
localized areas of vegetation somewhat
set back from the channel. The
vegetation was comprised of
cottonwoods, willows, and other
riparian species, only a few of which
were torn out during the flood.
Adjacent land use includes agriculture,
rural development, and roads. For the
most part, the general channel
planform was maintained during the 2013 flood event. Local scour, bank retreat, and debris and sediment
deposition occurred during the flood, but due to channel reconstruction, some post-flood impacts were not
identifiable.

Significant work has been accomplished by the landowner, with input and guidance from the NRCS. This
work included the removal of significant amounts of debris, grading the overbanks, bank stabilization and
reseeding, all in general conformance with this Master Plan. Additional seeding or planting of the reworked
channel banks would help accelerate vegetation recruitment.

Additional recommendations for this area are provided below.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are likely sufficient to allow for the regeneration of willow, and other
riparian species through natural seeding and cloning without any further restoration. However, seeding
or planting of riparian vegetation along the bare reworked channel banks is recommended to accelerate
revegetation and stability of the banks and floodplain.

2. Stabilize banks in vicinity of diversion near Sta 1201+50. Diversion structure should also be tied into
the bank an adequate distance to reduce the chance of erosion that could flank the structure.

3. Floodplain grading near Sta 1208+00.

4. Stabilize floodplain in areas where channel has been reconstructed.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 9,800$ 1 9,800$

Dewatering LF 14$ 650 9,100$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 1.5 12,000$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 400 44,000$

Bank Stabilization, Level 2 LF 75$ 250 18,800$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 6 30,000$

Temporary irrigation and weed management LS 7,700$ 1 7,700$

Improve culvert capacity on Little Thompson Rd LS 75,000$ 1 75,000$

SUBTOTAL 206,400$

Contingency, 15% of subtotal 31,000$

Permitting , 2.5% of subtotal 5,200$

Design, plans, specification, contract administration, 15% 31,000$

Supervision & Administration, 10% 20,600$

TOTAL 294,000$

Item Description

Unit Unit Price

Station 1199+00 to 1211+00

Sheet 37
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Berthoud
SHEET: 38
STATION: 1212+00 to 1245+00
RESTORATION RECOMMENDATIONS: 1218+00 to 1239+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had
a densely vegetated riparian corridor, with a
relatively consistent width of almost 400 feet.
The vegetation was comprised of
cottonwoods, willows, and other riparian
species, a few of which were torn out during
the flood. Adjacent land use includes
agriculture, rural development, and roads.

For the most part, the general channel
planform was maintained during the 2013
flood event. Some local scour and debris
and sediment deposition occurred during the
flood, but due to the channel reconstruction,
detailed post-flood impacts were not
identifiable. County Road 2, a low water
culvert crossing, reportedly plugged and
overtopped.

Significant work has been accomplished by the landowner, with input and guidance from the NRCS. This
work included the removal of significant amounts of debris, grading the overbanks, bank stabilization and
reseeding, all in general conformance with this Master Plan. Additional seeding or planting of the reworked
channel banks would help accelerate vegetation recruitment.

Additional recommendations for this area are provided below.

RESTORATION RECOMMENDATIONS

1. Geomorphic functions of this reach are likely sufficient to allow for the regeneration of willow, and other
riparian species through natural seeding and cloning without any further restoration. However, seeding
or planting of riparian vegetation along the bare reworked channel banks is recommended to accelerate
revegetation and stability of the banks and floodplain.

2. Stabilize floodplain.

3. Stabilize banks along channel bends near Sta 1224+00.

4. Assess and consider improvements to the culvert/bridge at County Road 2.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 6,700$ 1 6,700$

Dewatering LF 14$ 700 9,800$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ 3.5 28,400$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 700 31,500$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 10 50,000$

Temporary irrigation and weed management LS 14,975$ 1 15,000$

Site Specific LS -$ 1 -$

SUBTOTAL 141,400$

Contingency, 15% of subtotal 21,200$

Permitting , 2.5% of subtotal 3,500$

Design, plans, specification, contract administration, 15% 21,200$

Supervision & Administration, 10% 14,100$

TOTAL 201,000$

Item Description

Unit Unit Price

Station 1218+00 to 1239+00

Sheet 38
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 39
STATION: 1238+00 to 1273+00
RESTORATION RECOMMENDATIONS: 1239+00 to 1282+00

Aerial photos of pre-flood
conditions and anecdotal
information indicate this reach
had a densely vegetated
riparian corridor, ranging in
widths up to about 200 feet.
The vegetation is comprised
primarily of cottonwoods, some
willows, and other riparian
species, some of which were torn out during the flood. Flood flows caused considerable scour and shifting
of the floodplain and overbank surfaces in some areas. Localized sediment and debris deposits are
considerable in this area.

During the 2013 flood, the original channel breached to the north near Sta 1272+00, and a secondary
channel developed along that north side and somewhat parallel to the original channel, which ultimately
filled in with sediment. This new channel ultimately eroded into and undercut a house near Sta 1266+00.
Just upstream of the 83rd Street Bridge, the flood channel turns abruptly to the south, rejoining the original
channel.

The 83rd Street Bridge failed during the 2013 flood, and high flows were also directed over the lowest
section of the road profile, which is about 200 feet north of the bridge. These road overtopping flows
entered the overbank surface on the downstream side of the road, which resulted in a significant headcut
channel that developed along the full length of the channel between 83rd Street and West County Line
Road. Significant damage occurred to property and houses both upstream and downstream of 83rd Street.

Considerable channel repairs have already occurred, especially between Sta 1239+00 and Sta 1250+00.
Seeding or planting of the reworked channel banks would help accelerate vegetation recruitment. Boulder
County is current assessing and designing a new bridge at 83rd Street, sized to convey the 100-year flows
without overtopping.

RESTORATION RECOMMENDATIONS

1. Lower and grade floodplain surfaces upstream and downstream of 83rd Street to improve conveyance
capacity and drainage.

2. Reclaim eroded overbank surfaces, especially on the south side of the river near Sta 1272+00.

3. Reconstruct original channel alignment upstream of 83rd Street, and add fill to flood channel to convert
to a stable floodplain surface and direct overtopping flows to the bridge.

4. Provide buried rock for stabilization in reconstructed floodplain surface along south side of house near
Sta 1266+00 (if house remains). This will provide additional protection in case future floods cause
another channel breach.

5. Fill in headcut channel along left (north) overbank area between 83rd Street and West County Line
Road. Add floodplain stabilization measures throughout this area.

6. Stabilize right bank between Sta 1239+00 and Sta 1247+00 to protect newly constructed bank.

7. Specific areas are not shown, but seeding or planting of riparian vegetation along the bare reworked
channel banks is recommended to accelerate revegetation and stability of the banks.

8. All recommendations for areas near 83rd Street may need to be refined in coordination with future
Boulder County Bridge designs.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 43,740$ 1 43,700$

Dewatering LF 14$ 4250 59,500$

Create/refine Low Flow Channel LF 27$ 1350 36,500$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 10 80,000$

Floodplain Stabilization AC 8,100$ 5.5 44,600$

Lowering and Grading AC 32,300$ 6 193,800$

Point Bar Creation LF 5$ 1350 6,800$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 1350 101,300$

Bank Stabilization, Level 3 LF 45$ 1550 69,800$

Land Reclamation Fill AC 20,200$ 4 80,800$

Upper Bank Stablization, Level 1 LF 25$ 300 7,500$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 20 100,000$

Temporary irrigation and weed management LS 94,125$ 1 94,100$

Site Specific LS -$ -$

SUBTOTAL 918,400$

Contingency, 15% of subtotal 137,800$

Permitting , 2.5% of subtotal 23,000$

Design, plans, specification, contract administration, 15% 137,800$

Supervision & Administration, 10% 91,800$

TOTAL 1,309,000$

Item Description

Unit Unit Price

Station 1239+00 to 1282+00

Sheet 39 and 40
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 40
STATION: 1267+00 to 1304+00
RESTORATION RECOMMENDATIONS: 1284+00 to 1308+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a densely
vegetated riparian corridor, ranging from 150 feet
directly along the river corridor to 400 feet wide in
areas with expanded floodplain surfaces. The
vegetation is comprised primarily of cottonwoods,
some willows, and other riparian species, some of
which were torn out during the flood. Flood flows
caused considerable scour of the floodplain and
overbank surfaces in some areas, including
significant lateral channel migration in the large bend
near Sta 1302+00. Due to the significant scour
upstream, large sediment deposits, including coarse
grained channel bed material, also exist in this area.

Significant overbank flows breached the left channel
bank near about Sta 1296+00, which primarily reentered the channel corridor near Sta 1284+00.
Significant bank scour and severe damage occurred to the Blower Ditch and associated diversion structure
at Sta 1284+00.

The 2013 flood event caused some of the larger channel bends to erode laterally into overbank surfaces
that have primarily been used as cropland, and sinuosity of the channel was also generally reduced as
flood flows scoured a more direct flowpath along the floodplain. However, relatively high overbank and
terrace surfaces limited the amount of lateral channel erosion.

Although significant geomorphic changes have occurred in
this reach as a result of the 2013 flood, much of the current
channel and floodplain is relatively stable, and expected to
recover without significant restoration activities. However,
there are some notable overbank areas that require some fill
and reclamation along with some bank stabilization.
Seeding or planting of the reworked channel banks would
help accelerate vegetation recruitment.

The Boulder Larimer (Ish) Irrigation Ditch runs parallel to the
Little Thompson River along much of this portion of the river.
The Blower Ditch diversion structure creates a grade control
for the river at Sta 1284+00. Channel reconstruction in the
vicinity of the Blower Ditch diversion structure, as well as

significant infrastructure repair and stabilization has occurred for both the Blower and Boulder Larimer
Ditches at this location.

RESTORATION RECOMMENDATIONS

1. Stabilize right bank between Sta 1298+00 and Sta 1304+00 to protect irrigation ditch.

2. Stabilize left bank near Sta 1302+00.

3. Lower channel bed profile as appropriate between Sta 1284+00 and about Sta 1308+00 to help reduce
water-surface elevations.

4. Left bank between Sta 1290+00 and Sta 1300+00 experienced significant overtopping flows during the
2013 flood. This may have been primarily due to the significant amount of debris and backwater
conditions along this portion of the river. Removal of large sediment and debris deposits as well as
possible rising of left bank elevation may help prevent future overtopping. Furthermore, the Blower
Ditch diversion structure also acts as a grade control for upstream flows. A more detailed study of the
bed profile, hydraulic channel capacity, and potential alternatives for relocating the Blower Ditch
diversion is recommended. Relocation of the Blower Ditch diversion would also help reduce future
damages to this structure and associated ditch infrastructure.

5. Bank stabilization near Sta 1279+00.

6. Lowering and grading of floodplain surfaces to improve conveyance capacity and drainage.

7. A detailed hydraulic analysis of channel and floodplain capacity is recommended for this area.

Recommendations shown between Sta 1267+00 to Sta 1285+00 should be constructed with
improveemnts shown on Sheet 39. Likewise, recommendations from Sta 1285+00 to Sta 1304+00
should be constructed with improvements shwon on Sheet 41.

OPINION OF PROBABLE COST

See sheet 39 for opinion of probable costs for recommendations from Sta 1267+00 to Sta 1285+00. See
sheet 41 for opinion of probable costs for recommendations from Sta 1285+00 to Sta 1304+00.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 41
STATION: 1299+00 to 1333+00
RESTORATION RECOMMENDATIONS: 1308+00 to 1326+00

Aerial photos of pre-flood conditions
and anecdotal information indicate
this reach had a moderately dense
vegetated riparian corridor, ranging
from 150 feet directly along the river
corridor to more than 550 feet wide
in areas with expanded floodplain
surfaces. The vegetation is
comprised primarily of cottonwoods,
some willows, and other riparian
species, many of which were torn
out during the flood. Flood flows
caused considerable scour of the
floodplain and overbank surfaces in
some areas, including significant lateral channel migration in the large bend near Sta 1325+00 and Sta
1302+00. Due to the significant scour upstream, including significant sediment and debris transported
through the upstream canyon, large sediment deposits, including coarse material, also exist in this area.

The 2013 flood caused many of the significant channel bends to erode laterally into overbank surfaces that
have primarily been used as cropland. Sinuosity of the channel was also generally reduced as flood flows
scoured a more direct flow path along the floodplain.

Although significant geomorphic changes have occurred in this reach as a result of the 2013 flood, much of
the current channel and floodplain is relatively stable, and expected to recover without significant
restoration activities. However, there are some overbank areas that require some fill and reclamation along
with some bank stabilization. Seeding or planting of the reworked channel banks would help accelerate
vegetation recruitment.

The Boulder Larimer (Ish) Irrigation Ditch diversion structure has been reconstructed, and significant
channel reconstruction both upstream and downstream of the diversion dam has occurred.

RESTORATION RECOMMENDATIONS

1. Stabilize right bank between Sta 1298+00 and Sta 1310+00 to protect irrigation ditch.

2. Stabilize left bank near Sta 1302+00.

3. Create and/or refine low-flow channel upstream of Boulder Larimer (Ish) Irrigation Ditch diversion dam
(near Sta 1315+00) to improve conveyance and sediment transport in this area. Floodplain surface
shall also be filled and graded to further define and stabilize low-flow channel. Effects of low-flow
channel will be limited at downstream end due to the diversion dam.

4. Stabilize banks near Sta 1324+00.

5. Develop low-flow channel below diversion dam and grade adjacent floodplain surfaces (some of this
work has already occurred, but an alternate channel alignment is recommended).

6. A detailed hydraulic analysis of channel and floodplain capacity is recommended for this area.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 47,700$ 1 47,700$

Dewatering LF 14$ 7210 100,900$

Create/refine Low Flow Channel LF 27$ 4000 108,000$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 11 88,000$

Floodplain Stabilization AC 8,100$ 11 89,100$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 4000 20,000$

Bank Stabilization, Level 1 LF 110$ 1100 121,000$

Bank Stabilization, Level 2 LF 75$ 1110 83,300$

Bank Stabilization, Level 3 LF 45$ 1000 45,000$

Land Reclamation Fill AC 20,200$ 3.5 70,700$

Upper Bank Stablization, Level 1 LF 25$ 380 9,500$

Upper Bank Stablization, Level 2 LF 15$ 90 1,400$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 24.5 122,500$

Temporary irrigation and weed management LS 94,375$ 1 94,400$

Site Specific LS -$ -$

SUBTOTAL 1,001,500$

Contingency, 15% of subtotal 150,200$

Permitting , 2.5% of subtotal 25,000$

Design, plans, specification, contract administration, 15% 150,200$

Supervision & Administration, 10% 100,200$

TOTAL 1,427,000$

Item Description

Unit Unit Price

Station 1284+00 to 1329+00

Sheet 40 and 41
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Boulder - Larimer (Ish) Ditch alignment

Boulder - Larimer (Ish) Ditch 
diversion structure has been
reconstructed

Some grading has already
occurred

Note:  Stationline delineated prior
           to channel reconstruction

County line

Floodplain surface shall be filled, graded and stabilized
to an elevation lower than the overbank, but higher than
the channel to define and stabilize the low flow channel

Maintenance will likely be required to remove
excessive sediment deposition upstream of 
diversion dam. Maintaining a low flow channel
will improve conveyance efficiency.  Excess 
sediment shall be removed off site to avoid impacts
to floodplain conveyance capacity and habitat
quality.  Sediment should also not be disposed
of on private property without consent of owner.

Power Pole;  evaluation should be 
conducted to see if route can be 
adjusted or if pole needs to be protected
at current location

A detailed hydraulic analysis of 
channel and floodplain capacity
is recommended for this area
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 42
STATION: 1331+00 to 1365+00
RESTORATION RECOMMENDATIONS: 1339+00 to 1346+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a densely
vegetated riparian corridor, ranging up to 500 feet
wide, comprised primarily of cottonwoods and other
riparian species, many of which were torn out during
the flood. This section of the river is located about
one mile downstream of the canyon mouth. High-
velocity flows exiting the canyon mouth caused
considerable scour of the floodplain and overbank
surfaces in some areas, including significant lateral
channel migration in the large bend near Sta
1354+00. Flood flows exiting the canyon also carried
significant amounts of sediment and debris, which
were deposited in large quantities throughout this
area.

The valley along this section of the river is slightly wider than the canyon upstream, which has allowed the
channel sinuosity to increase (pre-flood). The 2013 flood event caused many of the significant channel
bends to erode laterally into overbank surfaces that have primarily been used as cropland, changing the
channel planform, and typically reducing the sinuosity.

Although significant changes have occurred in this reach as a result of the 2013 flood, much of the current
channel and floodplain is relatively stable, and expected to recover without significant restoration activities.
However, there are some overbank areas that require some fill and reclamation along with some bank
stabilization. Seeding or planting of the reworked channel banks would help accelerate vegetation
recruitment.

RESTORATION RECOMMENDATIONS

1. Stabilize right banks near Sta 1355+00 and Sta 1343+00.

2. Stabilize left upper bank near Sta 1358+00.

3. Fill and reclaim overbanks along right bank near Sta 1360+00.

4. Fill and reclaim north overbank area and stabilize upper bank along new alignment near Sta 1365+00.
Grade and stabilize floodplain area along north high-flow channel and south of reclaimed overbank.
The floodplain should be graded as to tie into and maintain a high-flow channel surface along north
edge of cottonwood stand.

5. Specific areas are not shown, but seeding or planting of riparian vegetation along the bare reworked
channel banks is recommended to accelerate revegetation and stability of the banks.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 19,300$ 1 19,300$

Dewatering LF 14$ 2200 30,800$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 2 16,000$

Floodplain Stabilization AC 8,100$ 2 16,200$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 2200 99,000$

Land Reclamation Fill AC 20,200$ 2 40,400$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ 500 7,500$

Upper Bank Stablization, Level 3 LF 5$ 300 1,500$

Seeding AC 5,000$ 26 130,000$

Temporary irrigation and weed management LS 45,150$ 1 45,200$

Site Specific LS -$ -$

SUBTOTAL 405,900$

Contingency, 15% of subtotal 60,900$

Permitting , 2.5% of subtotal 10,100$

Design, plans, specification, contract administration, 15% 60,900$

Supervision & Administration, 10% 40,600$

TOTAL 578,000$

Item Description

Unit Unit Price

Station 1339+00 to 1370+00

Sheet 42
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 43
STATION: 1363+00 to 1399+00
RESTORATION RECOMMENDATIONS: 1375+00 to 1385+00

Aerial photos of pre-flood conditions
and anecdotal information indicate
this reach had a densely vegetated
riparian corridor, ranging from 150 to
350 feet wide, comprised primarily of
cottonwoods and other riparian
species, many of which were torn out
during the flood. This section of the
river is located immediately
downstream of the canyon mouth.
High-velocity flows exiting the
canyon mouth caused significant
scour of the floodplain and overbank surfaces in some areas, including significant lateral channel migration
in the large bend near Sta 1387+00. Flood flows exiting the canyon also carried significant amounts of
sediment and debris, which were deposited in large quantities throughout this area.

The valley along this section of the river is slightly wider than the canyon upstream, which has allowed the
channel sinuosity to increase (pre-flood). The 2013 Flood caused many of the significant channel bends to
erode laterally into overbank surfaces that have primarily been used as cropland, changing the channel
planform, and typically reducing the sinuosity.

There is a low water or ‘dip’ crossing with culverts in this reach, located on the Parrish Ranch property.
The crossing is used to access the south side of Boulder County Open Space (under contract to the
Parrish Ranch for agricultural use) and by the Northern Colorado Water Conservancy District to access the
CBT system at the St. Vrain Supply canal. The crossing suffered minor damage during the 2013 flood,
requiring debris removal and bank stabilization. However, overall the crossing is in good condition and did
not appear to cause significant degradation or aggradation, when compared to the conditions overall in this
reach, indicating that it functioned adequately under flood conditions. No further recommendations are
made for modifying the dip crossing.

Although significant changes have occurred in this reach as a result of the 2013 flood, much of the current
channel and floodplain is relatively stable, and expected to recover without significant restoration activities.
However, there are some overbank areas that require fill and reclamation along with some bank
stabilization. Seeding or planting of the reworked channel banks would help accelerate vegetation
recruitment.

RESTORATION RECOMMENDATIONS

1. Stabilize right channel bank near Sta 1368+00.

2. Fill and reclaim north overbank area and stabilize upper bank along new alignment near Sta 1365+00.
Grade and stabilize floodplain area along north high flow channel and south of reclaimed overbank.
The floodplain should be graded as to tie into and maintain a high-flow channel surface along north
edge of cottonwood stand.

3. Stabilize left channel bank near Sta 1377+00.

4. Provide bank stabilization at the dip crossing structure near Sta 1384+00. Work will need to be
coordinated or conducted by Northern Colorado Water Conservancy District, as they maintain this road
crossing.

5. Numerous rock vanes were constructed along the channel downstream of the Culver Ditch headgate.
Tying these structures farther back into the bank to prevent erosion from flanking the structures is
recommended.

6. Specific areas are not shown, but seeding or planting of riparian vegetation along the bare reworked
channel banks is recommended to accelerate revegetation and stability of the banks.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 4,500$ 1 4,500$

Dewatering LF 14$ 450 6,300$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 200 15,000$

Bank Stabilization, Level 3 LF 45$ 250 11,300$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 5 25,000$

Temporary irrigation and weed management LS 6,575$ 1 6,600$

Tie vanes and bank protection into bank LS 25,000$ 1 25,000$

SUBTOTAL 93,700$

Contingency, 15% of subtotal 14,100$

Permitting , 2.5% of subtotal 2,300$

Design, plans, specification, contract administration, 15% 14,100$

Supervision & Administration, 10% 9,400$

TOTAL 134,000$

Item Description Unit Unit Price
Sta 1375+00 to Sta 1385+00

Sheet 43
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 44
STATION: 1383+00 to 1428+00
RESTORATION RECOMMENDATIONS: 1394+00 to 1405+00

Aerial photos of pre-flood conditions and anecdotal information
indicate this reach had a densely vegetated riparian corridor, up
to 350 feet wide in some areas, comprised primarily of
cottonwoods and other riparian species, many of which were
torn out during the flood. This section of the river borders, and is
immediately downstream of, the mouth of the canyon. High-
velocity flows exiting the canyon mouth caused significant scour
of the floodplain and overbank surfaces in some areas, including
significant lateral channel migration in the large bend near Sta
1405+00. Flood flows exiting the canyon also carried significant
amounts of sediment and debris, which were deposited in large
quantities throughout this area. The severe deposition that
occurred also completely buried the weir, headgate, and
irrigation canal for the Culver Irrigation Ditch.

The valley along this section of the river is slightly wider than the canyon upstream, which has allowed the
channel sinuosity to increase. The 2013 Flood caused many of the significant channel bends to erode
laterally, slightly changing the channel planform.

Although significant changes have occurred in this reach as a result of the 2013 Flood, much of the current
channel and floodplain is relatively stable, and expected to recover without significant restoration activities.
However, there are some notable areas that require some stabilization, especially in the vicinity of the
campground and ranch buildings, and seeding or planting of the reworked channel banks would help
accelerate vegetation recruitment.

RESTORATION RECOMMENDATIONS

1. Realign short section of channel to reduce threat to campground and facilities area.

2. Elevate and stabilize the left channel bank between Sta 1396+00 and Sta 1404+00.

3. Provide bank stabilization at the dip crossing structure near Sta 1384+00.

4. Numerous rock vanes were constructed along the channel downstream of the Culver Ditch headgate.
Tying these structures farther back into the bank to prevent erosion from flanking the structures is
recommended.

5. Specific areas are not shown, but seeding or planting of riparian vegetation along the bare reworked
channel banks is recommended to accelerate revegetation and stability of the banks.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 9,000$ 1 9,000$

Dewatering LF 14$ 1050 14,700$

Create/refine Low Flow Channel LF 27$ 400 10,800$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 0.5 4,000$

Floodplain Stabilization AC 8,100$ 0.5 4,100$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 400 2,000$

Bank Stabilization, Level 1 LF 110$ 650 71,500$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 14 70,000$

Temporary irrigation and weed management LS 2,025$ 1 2,000$

Site Specific LS -$ 1 -$

SUBTOTAL 188,100$

Contingency, 15% of subtotal 28,200$

Permitting , 2.5% of subtotal 4,700$

Design, plans, specification, contract administration, 15% 28,200$

Supervision & Administration, 10% 18,800$

TOTAL 268,000$

Item Description Unit Unit Price
Sta 1394+00 to Sta 1405+00

Sheet 44
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 45
STATION: 1421+00 to 1452+00
RESTORATION RECOMMENDATIONS: 1444+00 to 1450+00

Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had
a moderately dense vegetated riparian
corridor, 100 to 200 feet wide, comprised
primarily of cottonwoods and other riparian
species, many of which were torn out during
the flood. The river is generally canyon
bound, which controls the sinuosity and river
corridor alignment. Aerial mapping and field
reconnaissance reveals observable areas of
riffle pool complexes.

Based on field observations it appears this
reach experienced signification scour from
the 2013 Flood and velocities were high as
evidenced by the loss of riparian vegetation.

Because of the canyon bound valley
formation, much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic function of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. Except for the
following recommendation, no further actions are suggested at this time:

1. Stabilize the left channel bank between Sta 1444+00 and Sta 1460+00. A level 3 bank protection is
recommended except along upstream portion of bank where a level 2 is recommended due to the close
proximity of the bank to access road, which was lost during the 2013 Flood.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 7,400$ 1 7,400$

Dewatering LF 14$ 650 9,100$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 650 29,300$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation LS 7,325$ 1 7,300$

Site Specific LS -$ -$

SUBTOTAL 53,100$

Contingency, 15% of subtotal 8,000$

Permitting , 2.5% of subtotal 1,300$

Design, plans, specification, contract administration, 15% 8,000$

Supervision & Administration, 10% 5,300$

TOTAL 76,000$

Item Description Unit Unit Price
Sta 1444+00 to Sta 1450+00

Sheet 45 and 46
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 46
STATION: 1444+00 to 1465+00
RESTORATION RECOMMENDATIONS: 1450+00 to 1461+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, 100 to 200 feet wide, comprised primarily of cottonwoods and other riparian
species, many of which were torn out during the flood. The river is generally canyon bound, which controls
the sinuosity and river corridor alignment. Aerial mapping and field reconnaissance reveals observable
areas of riffle pool complexes.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood and
velocities were high as evidenced by the loss of riparian vegetation.

Because of the canyon bound valley formation, much of this reach is relatively stable and expected to
recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic function of this reach is likely sufficient
to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding
and cloning without active restoration. Except for
the following recommendation, no further actions
are suggested at this time:

1. Stabilize the left channel bank between Sta
1444+00 and Sta 1460+00. A level 3 bank
protection is recommended except along
upstream portion of bank where a level 2 is
recommended due to the close proximity of
the bank to access road, which was lost
during the 2013 Flood.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 7,400$ 1 7,400$

Dewatering LF 14$ 950 13,300$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 950 71,300$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation LS 17,825$ 1 17,800$

Site Specific LS -$ -$

SUBTOTAL 109,800$

Contingency, 15% of subtotal 16,500$

Permitting , 2.5% of subtotal 2,700$

Design, plans, specification, contract administration, 15% 16,500$

Supervision & Administration, 10% 11,000$

TOTAL 157,000$

Item Description Unit Unit Price
Sta 1450+00 to Sta 1461+00

Sheet 45 and 46
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Boulder County
SHEET: 47
STATION: 1465+00 to 1497+00
RESTORATION RECOMMENDATIONS: 1474+00 to 1483+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, 100 to 200 feet wide, comprised primarily of cottonwoods and other riparian
species, many of which were torn out during the flood. The river is generally canyon bound, which controls
the sinuosity and river corridor alignment. Aerial mapping and field reconnaissance reveals observable
areas of riffle pool complexes.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood and
velocities were high as evidenced by the loss of riparian vegetation. Some sedimentation is evident on the
upper left bank near a home site.

Because of the canyon bound valley formation, much of this reach is relatively stable and expected to
recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic function of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. Except for the
following recommendation, no further actions are suggested at this time:

1. Stabilize the left channel bank between Sta 1474+00 and Sta 1483+00 to protect the house.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 1,100$ 1 1,100$

Dewatering LF 14$ 200 2,800$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 200 9,000$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ 400 6,000$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS 3,750$ 1 3,800$

Site Specific LS -$ -$

SUBTOTAL 22,700$

Contingency, 15% of subtotal 3,400$

Permitting , 2.5% of subtotal 600$

Design, plans, specification, contract administration, 15% 3,400$

Supervision & Administration, 10% 2,300$

TOTAL 32,000$

Item Description Unit Unit Price
Sta 1474+00 to Sta 1483+00

Sheet 47
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 48
STATION: 1497+00 to 1531+00
RESTORATION RECOMMENDATIONS: 1501+00 to 1528+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a moderately dense
vegetated riparian corridor, approximately 100 feet
wide, comprised primarily of cottonwoods and willows,
most of which were torn out during the flood. The river
corridor overbanks vary from rock walls to pasture or
ranch lands along this corridor. The rock walls and
canyon setting control the channel sinuosity and
alignment. Between Sta 1500+00 and Sta 1516+00 the
canyon walls open, particularly to the south, leaving a
wider floodplain corridor which is used for agricultural
purposes.

This is a single family home site with multiple buildings all which were flooded from the 2013 flood. Pasture
and/or farm land overbanks eroded vertically where the floodwaters extended beyond the riparian corridor
and there were damages incurred to the irrigation system. The driveway was also destroyed. Deposition of
sediments is significant at this site and recommendations include stabilization or removal of some of these
sediments to (1) minimize the excessive transport of sediment downstream, and (2) aid in the vegetative
recovery of the exposed banks. Debris was also relatively significant. As of July 1, 2014, western
Wheatgrass appears to be colonizing the sand areas very effectively.

As the channel begins to recover and reset itself from the 2013 flood, it is likely that over time, the
geomorphic tendency will be to reestablish its equilibrium slope and meander. Because of the property-
related issues here, and potential for movement of sediment, recommendations include stabilization and
grading of the floodplain areas, bank stabilization, and floodplain reconstruction, grading and stabilization.

RESTORATION RECOMMENDATIONS

1. Bank stabilization along the left bank at Sta. 1504+00 and left overbank stabilization at Sta 1510+00.

2. Lowering and grading the channel at Sta 1513+00.

3. Floodplain stabilization and grading.

4. Overbank fill and reclamation.

5. Raise driveway and replace low-water crossing driveway.

6. Replace irrigation headgate/well.

7. Remove debris.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 24,600$ 1 24,600$

Dewatering LF 14$ 440 6,200$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 4 32,000$

Floodplain Stabilization AC 8,100$ 8 64,800$

Lowering and Grading AC 32,300$ 0.5 16,200$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 150 16,500$

Bank Stabilization, Level 2 LF 75$ 150 11,300$

Bank Stabilization, Level 3 LF 45$ 140 6,300$

Land Reclamation Fill AC 20,200$ 2 40,400$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 1055 5,300$

Seeding AC 5,000$ 6.5 32,500$

Temporary irrigation and weed management LS 40,025$ 1 40,000$

Driveway, culvert and headgate LS 220,000$ 1 220,000$

SUBTOTAL 516,100$

Contingency, 15% of subtotal 77,400$

Permitting , 2.5% of subtotal 12,900$

Design, plans, specification, contract administration, 15% 77,400$

Supervision & Administration, 10% 51,600$

TOTAL 735,000$

Item Description Unit Unit Price
Sta 1501+00 to Sta 1526+00

Sheet 48
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 49
STATION: 1531+00 to 1552+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows,
most of which were torn out during the flood. The river corridor overbanks vary from rock walls to meadows
along this corridor. The rock walls and canyon setting control the channel sinuosity and alignment.

The channel is slightly steeper than downstream and velocities were likely high during the 2013 Flood as
evident by relatively significant scour. As the channel begins to recover and reset itself from the 2013
Flood, it is likely that over time, the geomorphic tendency will be to reestablish its equilibrium slope and
meander.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LIITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 50
STATION: 1552+00 to 1570+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows,
most of which were torn out during the flood. The river corridor overbanks vary from rock walls to meadows
along this corridor. The rock walls and canyon setting control the channel sinuosity and alignment.

The channel is slightly steeper than downstream and velocities were likely high during the 2013 Flood as
evident by relatively significant scour. As the channel begins to recover and reset itself from the 2013
Flood, it is likely that over time, the geomorphic tendency will be to reestablish its equilibrium slope and
meander.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 51
STATION: 1552+00 to 1616+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows,
most of which were torn out during the flood. The river corridor overbanks vary from rock walls to meadows
along this corridor. The rock walls and canyon setting control the channel sinuosity and alignment.

The channel is slightly steeper than downstream and velocities were likely high during the 2013 Flood as
evident by relatively significant scour. As the channel begins to recover and reset itself from the 2013
Flood, it is likely that over time, the geomorphic tendency will be to reestablish its equilibrium slope and
meander.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 52
STATION: 1616+00 to 1648+00
RESTORATION RECOMMENDATIONS: 1624+00 to 1639+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows,
most of which were torn out during the flood. The river corridor is slightly wider here than up- and down-
stream allowing for lateral movement of the river at the bend centered at Sta 1628+00. The river corridor
overbanks vary from rock walls to floodplain benches and narrow meadows along this corridor. The rock
walls and canyon setting control the channel sinuosity and alignment. At the channel bend the canyon
walls widen slightly, leaving a wider floodplain corridor which is used for agricultural purposes.

This is a family home site with multiple buildings, many of which were flooded from the 2013 Flood. The
property included a bridge, which was totally destroyed from the 2013 Flood, reportedly from debris jams.
Vegetation was scoured and torn out along the inside of the large bend. Deposition of large size debris was
observed.

As the channel begins to recover and reset itself from the 2013 Flood, it is likely that over time, the
geomorphic tendency will be to reestablish its equilibrium slope and meander. Because of the property-
related issues here, and potential for additional damages should additional scour and bank erosion occur,
recommendations include the reconstruction of the pre-flood channel alignment, including bank
stabilization, and floodplain reconstruction, grading and stabilization. The floodplain benches will likely
require fill material as the entire channel valley experienced scour.

RESTORATION RECOMMENDATIONS

1. Bank stabilization along the left bank at Sta. 1627+00.
2. Overbank stabilization along the left bank at Sta 1628+00.
3. Floodplain stabilization and grading.
4. Replace bridge (driveway crossing).

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 14,000$ 1 14,000$

Dewatering LF 14$ 450 6,300$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 3 24,000$

Floodplain Stabilization AC 8,100$ 3 24,300$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 450 33,800$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ 550 8,300$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 3 15,000$

Temporary irrigation and weed management LS 22,600$ 1 22,600$

Bridge and driveway LS 145,000$ 1 145,000$

SUBTOTAL 293,300$

Contingency, 15% of subtotal 44,000$

Permitting , 2.5% of subtotal 7,300$

Design, plans, specification, contract administration, 15% 44,000$

Supervision & Administration, 10% 29,300$

TOTAL 418,000$

Item Description Unit Unit Price
Sta 1624+00 to Sta 1639+00

Sheet 52
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 53
STATION: 1648+00 to 1684+00
RESTORATION RECOMMENDATIONS: 1649+00 to 1664+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows,
most of which were torn out during the flood. A slightly wider corridor exists at approximately Sta 1656+00
in which a cottonwood gallery developed, pre-flood. The river corridor overbanks vary from rock walls to
floodplain benches and narrow meadows along this corridor. The rock walls and canyon setting control the
channel sinuosity and alignment.

This is a family home site with multiple buildings, some of which were flooded from the 2013 Flood. The
property included a small on-line pond, which was totally destroyed from the 2013 Flood. The cottonwood
gallery had less damage and many trees survived. Sediment deposition is evident along the right overbank
in the area of the surviving cottonwood trees. Vegetation closer to the river was scoured and torn out.
Deposition of large size debris and boulders were observed.

As the channel begins to recover and reset itself from the 2013 Flood, it is likely that over time, the
geomorphic tendency will be to reestablish its equilibrium slope and meander. Because of the property-
related issues here, and potential for additional damages should additional scour and bank erosion occur,
recommendations include the construction of a low-flow channel, and floodplain grading and stabilization.
Grading should also be performed on the floodplain bench to remove excess deposition from the root zone
of the surviving cottonwood trees.

RESTORATION RECOMMENDATIONS

1. Low-flow channel reconstruction.
2. Floodplain stabilization and grading (left bank).
3. Grading and removal of fill in the cottonwood gallery along the right bank.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 9,400$ 1 9,400$

Dewatering LF 14$ 1100 15,400$

Create/refine Low Flow Channel LF 27$ 850 23,000$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 6.5 52,000$

Floodplain Stabilization AC 8,100$ 2 16,200$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 850 4,300$

Bank Stabilization, Level 1 LF 110$ 250 27,500$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 6.5 32,500$

Temporary irrigation and weed management LS 17,050$ 1 17,100$

Site Specific LS -$ -$

SUBTOTAL 197,400$

Contingency, 15% of subtotal 29,600$

Permitting , 2.5% of subtotal 4,900$

Design, plans, specification, contract administration, 15% 29,600$

Supervision & Administration, 10% 19,700$

TOTAL 281,000$

Item Description Unit Unit Price
Sta 1649+00 to Sta 1664+00

Sheet 53
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 54
STATION: 1684+00 to 1707+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, 100 to 200 feet wide, comprised primarily of cottonwoods and willows, many of
which were torn out during the flood, although there are surviving cottonwood trees. The river is generally
canyon bound, setting the sinuosity and river corridor alignment. Aerial mapping reveals observable areas
of riffle pool complexes.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood and
velocities were high as evidenced by the loss of riparian vegetation.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 55
STATION: 1707+00 to 1718+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, 100 feet wide, comprised primarily of cottonwoods and willows, most of which
were torn out during the flood, although there are a few surviving cottonwood trees. The river is generally
canyon bound, setting the sinuosity and river corridor alignment. Aerial mapping reveals observable areas
of riffle pool complexes.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood and
velocities were high as evidenced by the loss of riparian vegetation.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 56
STATION: 1718+00 to 1732+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a moderately dense
vegetated riparian corridor, 100 feet wide, comprised primarily of cottonwoods and willows, most of which
were torn out during the flood, although there are a few surviving cottonwood trees. The river is generally
canyon-bound, setting the sinuosity and river corridor alignment. Aerial mapping reveals observable areas
of riffle pool complexes.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood and
velocities were high as evidenced by the loss of riparian vegetation.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 57
STATION: 1732+00 to 1772+00
RESTORATION RECOMMENDATIONS: 1742+00 to 1761+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, 100 to 200 feet wide, comprised primarily of cottonwoods and willows, most of which were
torn out during the flood. The river corridor is wider here than up- and downstream allowing for lateral
movement of the river at the bend centered at Sta 1754+00. The 2013 flood event moved the channel from
the center of the bend to the far outer edge (river left) scouring material to an estimated 8 feet, as seen by
an exposed water well (photo below). This resulted in the loss of multiple buildings at one property (Buster
Property) at Sta 1758+00 and the near loss of the Hoag residence at Sta 1748+00.

As the channel begins to recover and reset itself from the 2013 flood, it’s likely that over-time, the
geomorphic tendency will be to reestablish its equilibrium slope and meander. Currently, however, the
channel is perched above the left overbank/floodplain near Sta 1748+00. Thus, one recommendation is to
elevate the left overbank and slope it back toward the river. Other recommendations include grading the
overbank and upper bank to meet in a blended, gentle slopes for ease in landscaping, and the creation of a
series of pools on the upstream channel approach, designed to mimic pre-flood beaver ponds and to
provide energy dissipation as flows enter the canyon bend. Minor improvements in the low-flow channel
banks are also recommended, however, the low-flow channel will not be reconfigured in this restoration
effort.

In addition, bank protection is recommended along the upper banks at Station 1748+00 to protect the
residence. Recommendations include the installation of launch-style buried riprap on the upper bank. This
riprap will be buried and set back from the river by several hundred feet and should therefore not be seen
or interfere with the biologic and geomorphic functions of the bank full channel and associated floodplain
being restored.

RESTORATION RECOMMENDATIONS

1. Maintain existing (post flood) channel alignment; shape point bars on the inside bends.

2. Create low-laying floodplain overbank with gentle slope toward the river.

3. Create bank along the channel using level 3 bank protection including rootwads combined with coir

lift/willow plug banks at the bends and native cobble with sedges along the channel banks in the

straight sections.

4. Install and bury launch style riprap immediately adjacent to the intact, upper banks and bury.

5. Blend improvements with newly reconstructed bank (completed by owner) and blend upper and

lower benches

using slopes that

are plant-able (3

horizontal to 1

vertical or flatter).

6. Create a series of

pools on the

upstream channel

approach,

designed to mimic pre-flood beaver ponds and to provide energy dissipation as flows enter the

canyon bend.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 42,100$ 1 42,100$

Dewatering LF 14$ 2100 29,400$

Create/refine Low Flow Channel LF 27$ 400 10,800$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 3 24,000$

Floodplain Stabilization AC 8,100$ 4 32,400$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 1800 9,000$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ 1700 76,500$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ 430 10,800$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 3 15,000$

Temporary irrigation and weed management LS 33,225$ 1 33,200$

Site Specific LS 600,000$ 1 600,000$

SUBTOTAL 883,200$

Contingency, 15% of subtotal 132,500$

Permitting , 2.5% of subtotal 22,100$

Design, plans, specification, contract administration, 15% 132,500$

Supervision & Administration, 10% 88,300$

TOTAL 1,259,000$

Item Description

Unit Unit Price

Station 1742+00 to 1764+00

Sheet 57
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 58
STATION: 1772+00 to 1799+00
RESTORATION RECOMMENDATIONS: 1776+00 to 1792+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a densely
vegetated riparian corridor, 100 to 200 feet wide,
comprised primarily of cottonwoods and willows,
most of which were torn out during the flood. The
river channel alignment had, pre-flood, two large
bends centered at Sta 1780+00 and Sta 1788+00,
respectively. The flood avulsed through both bends
resulting in a straightening of the channel which
moved the channel flow line alignments between
150 to 200 feet from its pre-flood alignment. This
resulted in the total destruction of one home
(Campassi residence) at Sta 1780+00, and the loss
of river front property at the second home
(Sandford residence) at Sta 1788+00.

As the channel begins to recover and reset itself from the 2013 Flood, it is likely that over-time the
geomorphic tendency will be to reestablish its equilibrium slope and meander. However, because of the
property-related issues here, and in particular the losses experienced at both residences,
recommendations include the reconstruction of the pre-flood meanders, including bank stabilization, low-
flow channel reconfiguration, and floodplain reconstruction, grading and stabilization. Both bends should be
constructed together as the two bends work in concert in terms of conveyance and geomorphic impacts.
The floodplain benches will likely require fill material as the entire channel valley experienced significant
scour.

RESTORATION RECOMMENDATIONS

1. Reconstruct low-flow channel.

2. Construct bank stabilization using buried riprap along Sta 1780+00 immediately adjacent to the upper
banks. Backfill and extend the lower floodplain bench.

3. Fill and recreate the floodplain bench at other sections as shown.

4. Grade and stabilize floodplain.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 35,100$ 1 35,100$

Dewatering LF 14$ 2700 37,800$

Create/refine Low Flow Channel LF 27$ 2700 72,900$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 2 16,000$

Floodplain Stabilization AC 8,100$ 2 16,200$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 2700 13,500$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ 2 40,400$

Upper Bank Stablization, Level 1 LF 25$ 650 16,300$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 4 20,000$

Temporary irrigation and weed management LS 18,150$ 1 18,200$

Site Specific LS 450,000$ 1 450,000$

SUBTOTAL 736,400$

Contingency, 15% of subtotal 110,500$

Permitting , 2.5% of subtotal 18,400$

Design, plans, specification, contract administration, 15% 110,500$

Supervision & Administration, 10% 73,600$

TOTAL 1,049,000$

Item Description Unit Unit Price
Sta 1776+00 to Sta 1792+00

Sheet 58
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 59
STATION: 1799+00 to 1836+00
RESTORATION RECOMMENDATIONS: 1810+00 to 1836+50

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a densely
vegetated riparian corridor, 100 to 150 feet wide,
comprised primarily of cottonwoods and willows, most
of which were torn out during the flood. The 100 to
150 foot wide riparian corridor is generally canyon
bound, setting the sinuosity and river corridor
alignment. Comparison of the pre-and post-2013 flood
mapping reveals a trend in the location of the wet
channel moving from inside or middle of bends to
outside of bends, typically scouring out the entire
corridor, limited in many places by the width between
canyon walls.

Based on field observations it appears this reach
experienced signification scour from the 2013 flood
event and velocities were high as indicated by the
conveyance of an automobile over a half-mile in length
from its pre-flood location and the total destruction a
home (Lewis residence) at Sta 1820+00. The crossing
on Stagecoach Trail, comprised of three concrete
culverts, plugged with debris during the event causing
water to overtop the road, rendering it unusable. A
temporary culvert crossing was constructed
immediately to the north of the existing bridge
crossing. An existing concrete dip, installed by the
NRCS in 1995, served to transport overtopping flows
over the road. Flows overtopping the road scoured a
secondary channel to the north of the main channel.

Because of the canyon-bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities. In the area of Stagecoach
Trail crossing, however, there is some notable disturbance from the flood, including wide-spread riparian
disturbance and loss of vegetation, channel avulsion, the destruction of a home (beyond repair), damage to
three outbuildings and the total loss of four additional outbuildings that where completely washed away all
on the Lewis property immediately downstream of the road crossing. Approximately 1000 feet upstream of
the road crossing the existing fire station was also swept away, in its entirety (see Sheet 60).

Larimer County has indicated they will be repairing the existing crossing at Stagecoach Trail. The
standards for repair are reportedly to return the crossing to pre-flood conditions. However, anecdotal
information indicates this crossing has overtopped several times in recent history, indicating that it is
undersized to meet current County criteria. In 1995, NRCS reportedly constructed a concrete dip over the
top of the crossing to help channelize overtopping flows. Because this existing crossing is likely

undersized, and prone to plugging with debris, a bridge replacement is recommended, sized appropriately
for current criteria and with provisions for blockage from debris.

RESTORATION RECOMMENDATIONS

1. Replace the existing culverts at Sta 1820+55 with a bridge to provide increased capacity and to reduce
the potential for debris blockage.

2. Elevate Stagecoach Trail upstream of the bridge crossing from Sta 1820+55 to Sta 1830+80 to confine
flood flows to the river corridor and to minimize overtopping flows and the passage of shallow flooding
outside of the river corridor.

3. Reconstruct the low flow channel as indicated.

4. Stabilize the floodplain including headcut areas. Grading and floodplain stabilization shall be
implemented around existing trees and in some cases done by hand to minimize disturbance and save
the trees that survived the flood.

5. Provide bank stabilization at the Lewis property.

6. Increase channel capacity downstream of the new bridge to maintain capacity continuity downstream
past the Lewis property to approximately Sta 1810+00.

7. Create pond for fish refugia and fire-fighting water source. Construct outlet using temporary culverts
and align outlet to run through the Lewis property as shown.

8. Grade and vegetate floodplain as shown.

9. Add park elements upstream of the bridge for HOA use including trails, parking, picnic areas, and a
small boat launch.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 37,900$ 1 37,900$

Dewatering LF 14$ 2050 28,700$

Create/refine Low Flow Channel LF 27$ 1640 44,300$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 7.5 60,000$

Floodplain Stabilization AC 8,100$ 7.5 60,800$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 1640 8,200$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 410 30,800$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 7.5 37,500$

Temporary irrigation and weed management LS 37,900$ 1 37,900$

Site specific-Elevate road, pond, headgate LS 450,000$ 1 450,000$

SUBTOTAL 796,100$

Contingency, 15% of subtotal 119,400$

Permitting , 2.5% of subtotal 19,900$

Design, plans, specification, contract administration, 15% 119,400$

Supervision & Administration, 10% 79,600$

TOTAL 1,134,000$

Item Description

Unit Unit Price

Station 1810+00 to 1836+50

Sheet 59
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 60
STATION: 1836+00 to 1848+00
RESTORATION RECOMMENDATIONS: 1836+50 TO 1839+00

Aerial photos of pre-flood conditions and anecdotal
information indicate this reach had a densely
vegetated riparian corridor, 100 to 150 feet wide,
comprised primarily of cottonwoods and willows, most
of which were torn out during the flood. The river is
generally canyon bound, setting the sinuosity and river
corridor alignment. Comparison of the pre-and post-
flood mapping reveal a trend in the location of the wet
channel moving from inside or middle of bends to
outside of bends, typically scouring out a 150- to 400-
foot wide corridor, limited in many places by the width
between canyon walls.

Based on field observations it appears this reach
experienced signification scour from the 2013 flood
event and velocities were high as evidenced by the total destruction the fire station. What remains of the
fire station includes the building pad and a cistern. The fire department will repair and maintain the cistern.
Parking and access improvements are recommended as shown. The fire station has been relocated to the
southwest of the river.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities. In the area of Stagecoach
Road crossing, however, there is some notable disturbance as shown on Sheet 59. Recommendations for
Sheet 60 are noted below.

RESTORATION RECOMMENDATIONS

1. Utilize the existing building pad to provide a parking area and to access to the existing cistern.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 6,300$ 1 6,300$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ -$

Parking and access to cistern LS 125,000$ 1 125,000$

SUBTOTAL 131,300$

Contingency, 15% of subtotal 19,700$

Permitting , 2.5% of subtotal 3,300$

Design, plans, specification, contract administration, 15% 19,700$

Supervision & Administration, 10% 13,100$

TOTAL 187,000$

Item Description Unit Unit Price
Sta 1836+50 to Sta 1839+00

Sheet 60
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 61
STATION: 1848+00 to 1874+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, 100 feet wide, comprised primarily of cottonwoods and willows, most of which were torn
out during the flood. The river is generally canyon bound, setting the sinuosity and river corridor alignment.
Aerial mapping reveals observable areas of riffle pool complexes.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood and
velocities were high as evidenced by the loss of riparian vegetation.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 62
STATION: 1874+00 to 1909+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, 100 feet wide, comprised primarily of cottonwoods and willows, most of which were torn
out during the flood. The river is generally canyon bound, setting the sinuosity and river corridor alignment.
Aerial mapping reveals observable areas of riffle pool complexes.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood and
velocities were high as evidenced by the loss of riparian vegetation.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs to Blue Mountain
SHEET: 63
STATION: 1932+00 to 1973+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, 50 to 100 feet wide, comprised primarily of fir trees and willows, much of which were torn out
during the flood. The river corridor is narrow and canyon bound, setting the sinuosity and river corridor
alignment. This reach is just upstream of the confluence with the North Fork.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood. The
river corridor is narrow and steep with rock outcroppings along the steep walls and controlling the bed.
Most of this reach is USFS lands with isolated private land ownership and minimal development.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities. The USFS has no plans for
debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs to Blue Mountain
SHEET: 64
STATION: 1973+00 to 2033+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, 50 to 100 feet wide, comprised primarily of fir trees and willows, much of which were torn out
during the flood. The river corridor is narrow and canyon bound, setting the sinuosity and river corridor
alignment.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood. The
river corridor is narrow and steep with rock outcroppings along the steep walls and controlling the bed.
Most of this reach is USFS lands with isolated private land ownership and minimal development.

Because of the canyon bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities. The USFS has no plans for
debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs to Blue Mountain
SHEET: 65
STATION: 2033+00 to 2070+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, 50 to 100 feet wide, comprised primarily of fir trees and willows, much of which were torn out
during the flood. The river corridor is narrow and canyon bound, setting the sinuosity and river corridor
alignment.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood. The
river corridor is narrow and steep with rock outcroppings along the steep walls and controlling the bed.
Most of this reach is USFS lands with isolated private land ownership and minimal development.

Because of the canyon-bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities. The USFS has no plans for
debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs to Blue Mountain
SHEET: 66
STATION: 2070+00 to 2110+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, 50 to 100 feet wide, comprised primarily of fir trees and willows, much of which were torn out
during the flood. The river corridor is narrow and canyon bound, setting the sinuosity and river corridor
alignment.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood. The
river corridor is narrow and steep with rock outcroppings along the steep walls and controlling the bed.
Most of this reach is USFS lands with isolated private land ownership and minimal development.

Because of the canyon-bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities. The USFS has no plans for
debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs to Blue Mountain
SHEET: 67
STATION: 2110+00 to 2140+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, 50 to 100 feet wide, comprised primarily of fir trees and willows, much of which were torn out
during the flood. The river corridor is narrow and canyon bound, setting the sinuosity and river corridor
alignment.

Based on field observations it appears this reach experienced signification scour from the 2013 Flood. The
river corridor is narrow and steep with rock outcroppings along the steep walls and controlling the bed.
Most of this reach is USFS lands with isolated private land ownership and minimal development.

Because of the canyon-bound valley formation and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities. The USFS has no plans for
debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs
SHEET: 68
STATION: 2140+00 to 2190+00
RESTORATION RECOMMENDATIONS: 2160+00 to 2175+00

Aerial photos of pre-flood
conditions and anecdotal
information indicate this reach
had a vegetated riparian
corridor, 50 to 150 feet wide,
comprised primarily of fir trees
and willows, much of which
were torn out during the flood.
The river corridor is narrow
and canyon bound, setting the
sinuosity and river corridor
alignment.

Because of the rock outcrops, canyon bound valley formation, and limited encroachment on the river
corridor, much of this reach is relatively stable and expected to recover without restoration activities except
for the area near Kiowa bridge crossing and the area immediately downstream, as described below. Debris
removal by neighborhood residences and volunteers has been extensive. A small portion of the river
shown on this sheet is within USFS (specifically downstream of Sta 2106+00). The USFS has no plans for
debris removal or restoration activities.

Near the Kiowa Bridge crossing the river experienced signification scour from the 2013 flood. Velocities
were high as evident by the loss of the bridge on Kiowa at Sta 2170+10, the significant loss of shrubs and
grasses and the removal and transport of large fir trees. The crossing on Kiowa was a low-water crossing
which failed as a result of flanking flows around the abutments. A temporary culvert crossing exists today
and Larimer County is planning to replace the culverts with a new bridge in accordance with the County
criteria. Upstream of Kiowa, there is a residence that was flooded with significant property damage. This
property was restored by the owner prior to the field assessments conducted for this Master Plan.

Crescent Lake was an off-line, man-made waterbody, located immediately downstream of Kiowa Bridge. It
was a multi-purpose water body providing the community with (1) a water supply for firefighting and fire
suppression, (2) water storage, (3) road maintenance, and (4) community recreation. The lake was owned
and maintained by the Pinewood Springs Property Owners Association. Reconstructing this lake is a high
priority for the residences, not only for safety purposes in fighting fires, but also to replace the lost resource
and amenity.

During the 2013 flood, the channel thalweg moved to the outside, or right bend which through the center of
Crescent Lake and as a result, created a lower flow line elevation as compared to the inside or left bend.
Since the 2013 flood, the local residences have reconstructed the low-flow channel downstream of Kiowa
to the USFS property line, along the inside or left bend, creating a perched-channel configuration could
avulse under runoff or flood conditions without implementation of the additional recommendations
presented here.

Note that the pre-flood channel alignment was on the inside bend with Crescent Lake located on the
outside bend. This is likely the opposite of a preferred condition where the river would be located on the
outside bend and the lake in the inside. However, residences have indicated a preference for the pre-flood

configuration with an added flood overflow channel along the outside bend downstream of Crescent Lake,
as shown on the drawing.

RESTORATION RECOMMENDATIONS

1. Coordinate with Larimer County on bridge alignment.

2. Reconstruct headgate and intake located upstream of Kiowa Bridge; investigate the possibility to move
it closer to Crescent Lake.

3. Replace dry-hydrant and construct a parking platform for the fire department to access the lake and
hydrant. Include parking for residences.

4. Reconstruct Crescent Lake. Include a flood overflow outlet on the downstream end to alleviate flood
conditions from the lake. Consider an overflow from the currently configured channel to the outside
flood overflow channel.

5. Assess channel stability and design the lake berm between the channel and lake for appropriate scour
and overtopping.

6. Stabilize and vegetate floodplain below Crescent Lake.

7. Reconstruct low-flow channel as required to define the low-flow channel along the left valley.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 39,800$ 1 39,800$

Dewatering LF 14$ 2000 28,000$

Create/refine Low Flow Channel LF 27$ 1500 40,500$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 1 8,000$

Floodplain Stabilization AC 8,100$ 1 8,100$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 1500 7,500$

Bank Stabilization, Level 1 LF 110$ 500 55,000$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 1 5,000$

Temporary irrigation and weed management LS 4,025$ 1 4,000$

Access, hydrant, pond, headgate and pipe, outlet LS 640,000$ 1 640,000$

SUBTOTAL 835,900$

Contingency, 15% of subtotal 125,400$

Permitting , 2.5% of subtotal 20,900$

Design, plans, specification, contract administration, 15% 125,400$

Supervision & Administration, 10% 83,600$

TOTAL 1,191,000$

Item Description Unit Unit Price
Sta 2160+00 to Sta 2175+00

Sheet 68
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs
SHEET: 69
STATION: 2190+00 to 2210+00
RESTORATION RECOMMENDATIONS: 2196+00 to 2204+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, 50 to 100 feet wide, comprised primarily of fir trees and willows, much of which were torn out
during the flood. The river corridor is narrow and canyon bound, setting the sinuosity and river corridor
alignment.

Because of the rock outcrops, canyon bound valley formation, and limited encroachment on the river
corridor, much of this reach is relatively stable and expected to recover without restoration activities except
for the area near the Cree bridge crossing and the area immediately up- and downstream area as
described below. Debris removal by neighborhood residences and volunteer help has been extensive.

Near the Cree Bridge crossing the river experienced signification lateral scour from the 2013 flood.
Velocities were high as evidenced by the damage to the bridge on Cree (Sta 2190+90), the significant loss
of vegetation, bank degradation at the Sherman residence, the channel avulsion at the water treatment
plan and the transport and removal of large fir trees. The crossing on Cree was a single-span bridge, which
reportedly failed as a result of debris plugging and subsequent flanking of flows around the northwest
abutment. This flanking is also the likely cause of significant erosion and loss of river bank at the Sherman
residence. Additional erosion or loss of bank at the Sherman residence will likely result in structural failure
of the home. Downstream of the Cree Bridge immediately the river aggraded by an estimated four (4) feet
based on anecdotal information from Jeff Sherman who lives immediately adjacent to the aggraded area.
The elevated stream bed may be contributing to high groundwater condition that exists today.

A temporary culvert crossing exists today and Larimer County is planning to repair the bridge in
accordance with the County criteria for bridges. Recommendations include an analysis of overtopping flows
and consideration of the grades along the approach roads as a perched bridge may result in the same
bank erosion should another overtopping event occur.

The Pinewood Springs Water District water treatment plant is located upstream of the Cree Bridge. The
plant is located on the right, or south bank and an intake vault located in the old channel centerline. As of
June 2014 this vault was being reconstructed. In terms of master planning, the request of the Pinewood
Springs Water District is to ensure the river is relocated back to the left bank at the same location as pre-
flood conditions and over the location of the new vault.

RESTORATION RECOMMENDATIONS

1. Coordinate with Larimer County on bridge reconstruction. Evaluate for higher flows than the county
design standard of 25 years and assess overtopping flow to ensure the bridge is not perched compared
to the approach roads.

2. Coordinate with Pinewood Springs Water District to align river with vault location.

3. Assess channel stability immediately up- and downstream of the Cree Bridge.

4. Backfill and stabilize the banks adjacent to Sherman residence.

5. Verify channel elevations and to the extent possible, lower the channel reach immediately adjacent to
Sherman residence to conform to pre-flood elevations. Verify adequacy of channel capacity.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 13,000$ 1 13,000$

Dewatering LF 14$ 2000 28,000$

Create/refine Low Flow Channel LF 27$ 1000 27,000$

Excavate, Grade Low Flow Channel (capacity) LF 48$ 400 19,200$

Grade Control EA -$ 1 -$

Grading AC 8,000$ 1 8,000$

Floodplain Stabilization AC 8,100$ 0.3 2,400$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 1000 5,000$

Bank Stabilization, Level 1 LF 110$ 600 66,000$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ 0.3 6,100$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ 250 1,300$

Seeding AC 5,000$ 1.3 6,500$

Temporary irrigation and weed management LS 4,450$ 1 4,500$

Approach road, subgrade drainage, water intake LS 85,000$ 1 85,000$

SUBTOTAL 272,000$

Contingency, 15% of subtotal 40,800$

Permitting , 2.5% of subtotal 6,800$

Design, plans, specification, contract administration, 15% 40,800$

Supervision & Administration, 10% 27,200$

TOTAL 388,000$

Item Description Unit Unit Price
Sta2196+00 to Sta 2204+00
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs
SHEET: 70
STATION: 2210+00 to 2249+00
RESTORATION RECOMMENDATIONS: 2214+00 to 2230+00

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, typically 50 feet wide, comprised primarily of fir trees and willows, much of which were torn out
during the flood. The river corridor is narrow and canyon bound, setting the sinuosity and river corridor
alignment.

Because of the rock outcrops, canyon bound valley formation, and limited encroachment on the river
corridor, much of this reach is relatively stable and expected to recover without restoration activities except
for the area near the Seneca bridge crossing and the area immediately up- and downstream area as
described below. Debris removal by Larimer County, neighborhood residences and volunteer help has
been extensive.

Near the Seneca Bridge the river experienced some scour from the 2013 flood, along with debris
accumulation at the bridge, bank scour downstream and degradation along the channel flow line.
Velocities were high as evidenced by the size and amount of debris that snagged in the bridge structure,
the transport of large boulder and cobble material and loss of vegetation. The crossing on Seneca is a
truss bridge with two spans both which experienced significant debris accumulation and some undermining
of a mid-channel footing. Larimer County is planning to repair the bridge.

Upstream of the Seneca Bridge the channel makes a significant bend at Sta 2220+35. During the 2013
flood, flows reportedly overtopped the bar at this bend, alternating in waves of deposition and degradation.
At the time of the site assessment the property owner had already removed debris and cleared the bar.
The channel adjacent to the bar may have accumulated material and subsequently lost capacity.
Immediately upstream, near Sta 2220+80 the property owner had already reconstructed the riverbanks,
although channel deposition has likely reduced the capacity of this reach, which could result in increased
frequency of bank overtopping.

Existing boulders located downstream of the Seneca Bridge should remain in place as requested by the
property owner.

RESTORATION RECOMMENDATIONS

1. Coordinate with Larimer County on bridge repair and debris removal.

2. Assess channel capacity and bank stabilization upstream of the Seneca Bridge along portions of the
channel that have already been repaired and reconstructed. Also assess for reduced capacity due to
deposition. Excavate and/or upsize the channel as required.

3. Stabilize the banks downstream of Seneca Bridge for 50 to 75 feet.

4. Reseed overbank areas particularly upstream of Seneca Bridge to help stabilize the large exposed
bars.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 7,000$ 1 7,000$

Dewatering LF 14$ 800 11,200$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ 800 60,000$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ 0.5 10,100$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0.5 2,500$

Temporary irrigation and weed management LS 17,525$ 1 17,500$

Reconstruct channel LF 48$ 800 38,400$

SUBTOTAL 146,700$

Contingency, 15% of subtotal 22,000$

Permitting , 2.5% of subtotal 3,700$

Design, plans, specification, contract administration, 15% 22,000$

Supervision & Administration, 10% 14,700$

TOTAL 209,000$

Item Description

Unit Unit Price

Station 2214+00 to 2230+00
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs
SHEET: 71
STATION: 2249+00 to 2280+00
RESTORATION RECOMMENDATIONS: 2253+00 to 2255+00

Most of this reach runs immediately adjacent to U.S. Highway 36. The river traverses land owned by both
CDOT and the USFS. Aerial photos of pre-flood conditions and anecdotal information indicate this reach
had a vegetated riparian corridor, typically less than 50 feet wide, comprised primarily of fir trees and
willows, much of which were torn out during the flood. The river corridor is narrow and canyon bound,
setting the sinuosity and river corridor alignment.

Highway damage was extensive as well as property damage at the Lucero residence, including bank
degradation, loss of a driveway and significant deposition in the field immediately south of the channel
bend and inlet to the U.S. Highway 36 Bridge. Channel restoration is being undertaken by CDOT in
conjunction with the U.S. Highway 36 reconstruction and in collaboration with the USFS. River
improvements consist of the construction a low-flow channel, and the reconnection to the floodplain
corridor. Restoration plans for the Lucero residence river bank property is unclear, but should include, as a
minimum, bank stabilization and protection on the upstream banks of the U.S. Highway 36 Bridge (Sta
2250+30). Capacity of both the channel and bridge should also be assessed and considered in the
reconstructed accordingly. Restoration not implemented as part of CDOT improvements should be
considered in the master plan, except for the driveway, which was reconstructed by the Lucero’s.

RESTORATION RECOMMENDATIONS

1. Coordinate with CDOT and the USFS on reconstruction at Lucero residence.
2. Assess channel capacity upstream of the U.S. Highway 36 Bridge and design restoration accordingly.
3. Stabilize the banks upstream of U.S. Highway 36 at Sta 2250+30 and, grade and stabilize floodplain.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 2,800$ 1 2,800$

Dewatering LF 14$ 250 3,500$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 1 8,000$

Floodplain Stabilization AC 8,100$ 1 8,100$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ 250 27,500$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 1 5,000$

Temporary irrigation and weed management LS 4,025$ 1 4,000$

Site Specific LS -$ 1 -$

SUBTOTAL 58,900$

Contingency, 15% of subtotal 8,800$

Permitting , 2.5% of subtotal 1,500$

Design, plans, specification, contract administration, 15% 8,800$

Supervision & Administration, 10% 5,900$

TOTAL 84,000$

Item Description Unit Unit Price
Sta 2253+00 to Sta 2255+00

Sheet 71
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs
SHEET: 72
STATION: 2280+00 to 2302+00 (Main Stem)

0+00 to 30+00 (West Fork)
RESTORATION RECOMMENDATIONS: 2286+00

MAIN STEM
Most of the Main Stem runs immediately adjacent to U.S. Highway 36. The river traverses land owned by
both CDOT and the USFS, except for approximately 500 feet where the river crosses the Larson property
(Sta 2280+50). Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a
vegetated riparian corridor, typically less than 50 feet wide, comprised primarily of fir trees and willows,
much of which were torn out during the flood. The river corridor is narrow and canyon-bound, setting the
sinuosity and river corridor alignment.

This reach also includes the confluence area with the West Fork and intersection of County Road 47. Here
the Highway and County Road alignments are being implemented to improve river connectivity at the
confluence area, including the reduction of one river crossing.

Highway damage was extensive as well as bank damage and the loss of a driveway crossing at the Larson
property. Channel restoration is being undertaken by CDOT in conjunction with the U.S. Highway 36
reconstruction and in collaboration with the USFS. River improvements consist of the construction a low-
flow channel, and the reconnection to the floodplain corridor. Restoration plans by CDOT do not include
access improvements to the Larson residence. Thus, a crossing to access the property is recommended
herein. Capacity of both the channel and the crossing should also be assessed and considered in the
culvert design

WEST FORK
The West Fork runs immediately adjacent to County Road 47, crossing it five times in less than 2 miles.
These crossing were all destroyed during the 2013 flood and field evidence indicates the road was likely
overtopped, with the road and canyon walls conveying floodwater. Larimer County replaced the culverts
shortly after the flood. The USFS has expressed an interest in replacing the culverts with culverts of
increased capacity and culverts that can provide connectivity for aquatic species. As of the fall of 2014
Larimer County, FEMA, the USFS and Central Federal Lands are working to repair the road and
permanently replace the culverts.

Field observations indicate that the channel size was insufficient for the flood event. As the event is
estimated to be in excess of the 500-year flood, this is understandable the channel capacity was exceeded,
however, a channel assessment for capacity as well as bank stability under design flood conditions may be
warranted along with the implementation of site specific improvements where required.

RESTORATION RECOMMENDATIONS

1. Coordinate with CDOT and the USFS on reconstruction at Larson residence.

2. Coordinate with Larimer County, FEMA, the USFS and Central Federal Lands on culvert replacements
along County Road 47.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 6,200$ 1 6,200$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ -$

Culvert replacement LS 125,000$ 1 125,000$

SUBTOTAL 131,200$

Contingency, 15% of subtotal 19,700$

Permitting , 2.5% of subtotal 3,300$

Design, plans, specification, contract administration, 15% 19,700$

Supervision & Administration, 10% 13,100$

TOTAL 187,000$

Item Description

Unit Unit Price

Station 2286+00

Sheet 72
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Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 73
STATION: 2302+00 to 2334+00

This portion of the LT runs immediately adjacent to U.S. Highway 36. The river traverses land owned
privately and land managed by the USFS. Aerial photos of pre-flood conditions and anecdotal information
indicate this reach had a vegetated riparian corridor, typically less than 50 feet wide, comprised primarily of
fir trees and willows, much of which were torn out during the flood. The river corridor is steep (in excess of
3 percent), narrow, and canyon bound, setting the sinuosity and river corridor alignment.

This reach sustained flood-related damage primarily due to large debris and boulders moving through the
system and significant scour and loss of soils and vegetation. The most severe damage appeared to occur
at culvert crossings or where the floodplain had been encroached by anthropogenic activities. Neither the
USFS nor private property owners have indicated any desire to restore or reconstruct this reach of the
river.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 74
STATION: 2334+00 to 2361+00

This portion of the Little Thompson River runs immediately adjacent to U.S. Highway 36. The river
traverses land owned privately and land managed by the USFS. Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had a vegetated riparian corridor, typically less than 50 feet wide,
comprised primarily of fir trees and willows, much of which were torn out during the flood. The river corridor
is steep (in excess of 3 percent) narrow, and canyon bound, setting the sinuosity and river corridor
alignment.

This reach sustained flood-related damage primarily due to large debris and boulders moving through the
system and significant scour and loss of soils and vegetation. The most severe damage appeared to occur
at culvert crossings or where the floodplain had been encroached by anthropogenic activities. Evidence of
mud and debris flow was observed from an unnamed tributary from the northwest, crossing under U.S.
Highway 36.

Much of this reach is on property managed by USFS with some private land ownership. Neither the USFS,
nor private property owners have indicated any desire to restore or reconstruct this reach of the river.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 75
STATION: 2361+00 to 2385+00

This portion of the Little Thompson River runs parallel to U.S. Highway 36, approximately 200 to 400 feet
south-southwest. The river traverses land owned privately. Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had a vegetated riparian corridor, typically less than 50 feet wide,
comprised primarily of fir trees and willows, much of which were torn out during the flood. The river corridor
is steep (in excess of 3 percent) narrow, and canyon bound, setting the sinuosity and river corridor
alignment.

This reach sustained flood-related damage primarily due to large debris and boulders moving through the
system and significant scour and loss of soils and vegetation. The most severe damage appeared to occur
at culvert crossings or where the floodplain had been encroached by anthropogenic activities.

The private property owners have indicated any desire to restore or reconstruct this reach of the river.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 76
STATION: 2385+00 to 2419+00

This portion of the Little Thompson River runs parallel to U.S. Highway 36, approximately 200 to 400 feet
south-southwest. The river traverses land owned privately. Aerial photos of pre-flood conditions and
anecdotal information indicate this reach had a vegetated riparian corridor, typically less than 50 feet wide,
comprised primarily of fir trees and willows, much of which were torn out during the flood. The river corridor
is steep (in excess of 3 percent) narrow, and canyon bound, setting the sinuosity and river corridor
alignment.

This reach sustained flood-related damage primarily due to large debris and boulders moving through the
system and significant scour and loss of soils and vegetation. The most severe damage appeared to occur
at culvert crossings or where the floodplain had been encroached by anthropogenic activities.

The private property owners have indicated any desire to restore or reconstruct this reach of the river.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 77
STATION: 2419+00 to 2454+00

This portion of the Little Thompson River runs parallel to U.S. Highway 36, approximately 200 to 400 feet
south-southwest. The river traverses land owned privately and lands managed by the USFS. Aerial photos
of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian corridor,
typically less than 50 feet wide, comprised primarily of fir trees and willows, much of which were torn out
during the flood. The river corridor is steep (in excess of 3 percent) narrow, and canyon-bound, setting the
sinuosity and river corridor alignment.

This reach sustained flood-related damage primarily due to large debris and boulders moving through the
system and significant scour and loss of soils and vegetation. The most severe damage appeared to occur
at culvert crossings or where the floodplain had been encroached by anthropogenic activities.

Much of this reach is on property managed by USFS with some private land ownership. Neither the USFS
nor private property owners have indicated any desire to restore or reconstruct this reach of the river.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 78
STATION: 2454+00 to 2487+00

This portion of the Little Thompson River runs parallel to U.S. Highway 36, approximately 200 to 400 feet
south-southwest until Sta 2475+00, after which the river returns to an alignment that is closer and adjacent
to the highway. The river traverses land managed by the USFS. Lyons Gulch tributary confluences at
approximately Sta 2470+00. The Lyons Gulch Trailhead is also in this reach. From Sta 2472+00 to Sta
2476+00, the channel drops an average of o4.4 percent with some sections nearly vertical.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, typically less than 50 feet wide, comprised primarily of fir trees and willows, much of which were
torn out during the flood. The river corridor is steep (in excess of 3 percent to almost vertical as described
above) narrow, and canyon-bound, setting the sinuosity and river corridor alignment.

This reach sustained flood-related damage primarily due to large debris and boulders moving through the
system and significant scour and loss of soils and vegetation. The most severe damage appeared to occur
at the vertical portion of the river upstream of Lyons Gulch confluence where the floodplain had been
encroached by the highway. Here the flood remove soil to bedrock, scoring what appeared to be significant
depths. The USFS has not indicated any plans to restore or reconstruct this reach of the river.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 79
STATION: 2487+00 to 2523+00

The river runs adjacent to U.S. Highway 36, approximately 100 to 400 feet south-southwest. The river
traverses privately owned land and lands managed by the USFS. The river corridor is wider than the
downstream sections, with less canyon and rock formations controlling the vertical and horizontal
alignments. The average channel slope through this reach is 2 percent.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, typically less than 50 feet wide, comprised primarily of willows, much of which remains post-flood.

This reach sustained flood-related damage typically related to culvert crossings and at private residences.
In addition there is some evidence of deposition upstream of a large bend at Sta 2510+80.
.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 80
STATION: 2523+00 to 2552+00

The river runs adjacent to U.S. Highway 36, approximately 100 to 400 feet south-southwest. The river
traverses privately owned land. The river corridor is wider than the downstream sections, with less canyon
and rock formations controlling the vertical and horizontal alignments. The average channel slope through
this reach is 2 percent.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, typically less than 50 feet wide, comprised primarily of willows, much of which remains post-flood.

This reach sustained very little flood-related damage typically related to culvert crossings and at private
residences.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 81
STATION: 2552+00 to 2574+00

This is the headwaters of the Little Thompson. The river runs adjacent to U.S. Highway 36, approximately
50 to 400 feet south-southwest. The river traverses privately owned land. The river corridor is wider than
the downstream sections, with less canyon and rock formations controlling the vertical and horizontal
alignments. The average channel slope through this reach is 2 percent.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a vegetated riparian
corridor, typically less than 50 feet wide, comprised primarily of willows, much of which remains post-flood.

This reach sustained very little flood-related damage typically related to culvert crossings and at private
residences.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 82
STATION: 2574+00 to 2597+00

This is the headwaters of the Little Thompson River. The river runs adjacent to U.S. Highway 36,
approximately 200 to 400 feet south-southwest. The river traverses privately owned land. The river corridor
is wider than the downstream sections, with less canyon and rock formations controlling the vertical and
horizontal alignments. The average channel slope through this reach is 2 percent.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a sparsely
vegetated riparian corridor, typically less than 50 feet wide, comprised primarily of willows, much of which
remains post-flood. This reach sustained very little flood-related damage typically related to culvert
crossings and at private residences.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 83
STATION: 2597+00 to 2617+00

This is the headwaters of the Little Thompson River. The river runs adjacent to U.S. Highway 36,
approximately 200 to 400 feet south-southwest. The river traverses privately owned land. The river corridor
is wider than the downstream sections, with less canyon and rock formations controlling the vertical and
horizontal alignments. The average channel slope through this reach is 3.1 percent.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a sparsely
vegetated riparian corridor, typically less than 50 feet wide, comprised primarily of willows, much of which
remains post-flood. This reach sustained very little flood-related damage typically related to culvert
crossings and at private residences.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 84
STATION: 2617+00 to 2643+00

This is the headwaters of the Little Thompson River. The river runs adjacent to U.S. Highway 36,
approximately 200 to 400 feet south-southwest. The river traverses privately owned land. The river corridor
is wider than the downstream sections, with less canyon and rock formations controlling the vertical and
horizontal alignments. The average channel slope through this reach is 3.1 percent.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a sparsely
vegetated riparian corridor, typically less than 50 feet wide, comprised primarily of willows, much of which
remains post-flood. This reach sustained very little flood-related damage.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 85
STATION: 2643+00 to 2669+00

This is the headwaters of the Little Thompson River. The river runs adjacent to U.S. Highway 36,
approximately 200 to 400 feet south-southwest. The river traverses privately owned land. The river corridor
is wider than the downstream sections, with less canyon and rock formations controlling the vertical and
horizontal alignments. The average channel slope through this reach is 3.1 percent.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a sparsely
vegetated riparian corridor, typically less than 50 feet wide, comprised primarily of grassess, much of which
remains post-flood. This reach sustained very little flood-related damage.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Headwaters
SHEET: 86
STATION: 2669+00 to 2698+00

This is the headwaters of the Little Thompson River. The river runs adjacent to U.S. Highway 36,
approximately 200 feet south-southwest. The river traverses privately owned land. The river corridor is
wider than the downstream sections, with less canyon and rock formations controlling the vertical and
horizontal alignments. The average channel slope through this reach is 3.1 percent.

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a sparsely
vegetated riparian corridor, comprised primarily of grasses, much of which remains post-flood. This reach
sustained very little flood-related damage.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 87
STATION: 30+00 to Big Elk Meadows (West Fork)

The West Fork runs immediately adjacent to County Road 47, crossing it 5 times in less than 2 miles.
These crossing were all destroyed during the 2013 flood and field evidence indicates the road was likely
overtopped, with the road and canyon walls conveying floodwater. Larimer County replaced the culverts
shortly after the flood. The USFS has expressed an interest in replacing these with culverts of increased
capacity and culverts that can provide connectivity for aquatic species. As of the fall of 2014 Larimer
County, FEMA, the USFS and Central Federal Lands are working to repair the road and possibly replace
the culverts. Since this work in not complete, the recommendations and costs for the recommended work
remain a part of this Master Plan.

Field observations indicate that the channel size was insufficient for the flood event. As the event was
estimated to be in excess of the 500-year flood, it is understandable the channel capacity was exceeded,
however, a channel assessment for capacity as well as bank stability under design flood conditions may be
warranted along with the implementation of site-specific improvements and culvert replacements noted
above.

RESTORATION RECOMMENDATIONS

1. Larimer County, FEMA, the USFS and Central Federal Lands should coordinate with the LTWRC
regarding the designs and decisions for evaluating County Road 47 along the West Fork including the
assess for the potential to reduce the number of crossings.

2. Assess channel capacity and culvert capacities; design and replace crossings.

3. Improve channel capacity and stabilize banks where required.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 38,800$ 1 38,800$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0 -$

Temporary irrigation and weed management LS -$ 1 -$

Culverts and road realignment LS 775,000$ 1 775,000$

SUBTOTAL 813,800$

Contingency, 15% of subtotal 122,100$

Permitting , 2.5% of subtotal 20,300$

Design, plans, specification, contract administration, 15% 122,100$

Supervision & Administration, 10% 81,400$

TOTAL 1,160,000$

Item Description

Unit Unit Price

West Fk

Sheets 87, 88, 89 and 90



Assess road alignment along County Road 47
to reduce culvert crossings.  Replace culverts
to improve capacity and aquatic passage

40+00

50+00

30+00

I
0 400200

Feet Page 87 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs
SHEET: 88
STATION: West Fork below Big Elk Meadows

The West Fork runs immediately adjacent to County Road 47, crossing it 5 times in less than 2 miles.
These crossing were all destroyed during the 2013 flood and field evidence indicates the road was likely
overtopped, with the road and canyon walls conveying floodwater. Larimer County replaced the culverts
shortly after the flood. The USFS has expressed an interest in replacing these with culverts of increased
capacity and culverts that can provide connectivity for aquatic species. As of the fall of 2014 Larimer
County, FEMA, the USFS and Central Federal Lands are working to repair the road and possibly replace
the culverts. Since this work in not complete, the recommendations and costs for the recommended work
remain a part of this Master Plan.

Field observations indicate that the channel size was insufficient for the flood event. As the event was
estimated to be in excess of the 500-year flood, it is understandable the channel capacity was exceeded,
however, a channel assessment for capacity as well as bank stability under design flood conditions may be
warranted along with the implementation of site-specific improvements and culvert replacements noted
above.

RESTORATION RECOMMENDATIONS

1. See recommendations on Sheet 87.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 89
STATION: West Fork below Big Elk Meadows

The West Fork runs immediately adjacent to County Road 47, crossing it 5 times in less than 2 miles.
These crossing were all destroyed during the 2013 flood and field evidence indicates the road was likely
overtopped, with the road and canyon walls conveying floodwater. Larimer County replaced the culverts
shortly after the flood. The USFS has expressed an interest in replacing these with culverts of increased
capacity and culverts that can provide connectivity for aquatic species. As of the fall of 2014 Larimer
County, FEMA, the USFS and Central Federal Lands are working to repair the road and possibly replace
the culverts. Since this work in not complete, the recommendations and costs for the recommended work
remain a part of this Master Plan.

Field observations indicate that the channel size was insufficient for the flood event. As the event was
estimated to be in excess of the 500-year flood, it is understandable the channel capacity was exceeded,
however, a channel assessment for capacity as well as bank stability under design flood conditions may be
warranted along with the implementation of site-specific improvements and culvert replacements noted
above.

RESTORATION RECOMMENDATIONS

1. See recommendations on Sheet 87.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Pinewood Springs
SHEET: 90
STATION: West Fork below Big Elk Meadows

The West Fork runs immediately adjacent to County Road 47, crossing it 5 times in less than 2 miles.
These crossing were all destroyed during the 2013 flood and field evidence indicates the road was likely
overtopped, with the road and canyon walls conveying floodwater. Larimer County replaced the culverts
shortly after the flood. The USFS has expressed an interest in replacing these with culverts of increased
capacity and culverts that can provide connectivity for aquatic species. As of the fall of 2014 Larimer
County, FEMA, the USFS and Central Federal Lands are working to repair the road and possibly replace
the culverts. Since this work in not complete, the recommendations and costs for the recommended work
remain a part of this Master Plan.

Field observations indicate that the channel size was insufficient for the flood event. As the event was
estimated to be in excess of the 500-year flood, it is understandable the channel capacity was exceeded,
however, a channel assessment for capacity as well as bank stability under design flood conditions may be
warranted along with the implementation of site-specific improvements and culvert replacements noted
above.

RESTORATION RECOMMENDATIONS

1. See recommendations on Sheet 87.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 91
STATION: West Fork below Big Elk Meadows

The West Fork downstream of Big Elk Meadows is generally canyon bound with rock outcrop and walls. In
portions of the reach with limited encroachment on the river corridor, the reach appears relatively stable
and expected to recover without restoration activities. The USFS has no plans for debris removal or
restoration activities outside of the County Road 47 corridor. Thus, no action is recommended outside of
the river corridor.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 92
STATION: West Fork below Big Elk Meadows

The West Fork downstream of Big Elk Meadows is generally canyon bound with rock outcrop and walls. In
portions of the reach with limited encroachment on the river corridor, the reach appears relatively stable
and expected to recover without restoration activities.

Immediately downstream of Big Elk Meadows, there are sediment and debris deposits from the dam
failures. Most of this is located on USFS property. Some of these sediment deposits may be usable for the
proposed dam reconstruction in Big Elk Meadows. Although the USFS prefers a ‘natural’ approach to
recovery, the area immediately downstream of Meadow Lake (the most downstream dam) is unnaturally
impacted by deposition due to the dam failures. Thus, some removal of deposits may be warranted in that
it could help the recovery of vegetation and it also could provide some building material for the dams. The
suitability of the material and ease of access for removal requires detailed evaluation prior to
implementation.

RESTORATION RECOMMENDATIONS

1. Coordinate with the USFS and State Engineers office on suitability and ease of access for removal and
reuse of sediment in the reconstruction of the Big Elk Meadows Dams.

2. Coordinate with Big Elk Meadows Association for removal and reuse of sediment in the reconstruction
of the Big Elk Meadows Dams.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 5,600$ 1 5,600$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ 3 96,900$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 3 15,000$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 117,500$

Contingency, 15% of subtotal 17,600$

Permitting , 2.5% of subtotal 2,900$

Design, plans, specification, contract administration, 15% 17,600$

Supervision & Administration, 10% 11,800$

TOTAL 167,000$

Item Description Unit Unit Price
West Fork

Sheet 92
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 93
STATION: West Fork below Big Elk Meadows

The West Fork downstream of Big Elk Meadows is generally canyon bound with rock outcrop and walls. In
portions of the reach with limited encroachment on the river corridor, the reach appears relatively stable
and expected to recover without restoration activities.

Immediately downstream of Big Elk Meadows, there are large sediment and debris deposits from the dam
failures. Most of this is located on USFS property. Some of these sediment deposits may be usable for the
proposed dam reconstruction in Big Elk Meadows. Although the USFS prefers a ‘natural’ approach to
recovery, the area immediately downstream of Meadow Lake (the most downstream dam) is unnaturally
impacted by deposition due to the dam failures. Thus some removal of deposits may be warranted in that it
could help the recovery of vegetation and it also could provide some building material for the dams. The
suitability of the material and ease of access for removal requires detailed evaluation prior to
implementation.

Within the footprint of Big Elk Meadows, the West Fork was configured into five reservoirs spanning a
distance of 1 mile. The dams are owned by the Big Elk Meadows Association and provide a water source
for the residence of Big Elk Meadows. All five dams failed during the 2013 Flood. No restoration
recommendations are proposed as the dams will likely be reconstructed.

Deer Creek is tributary to the West Fork, immediately upstream of Meadow Lake. Field observations
indicate Deer Creek received heavy flooding as evidenced by the multiple debris flows and buried
vegetation. Most of Deer Creek, particularly upstream of Big Elk Meadows, has limited encroachment on
the river corridor, appears relatively stable and is expected to recover without restoration activities. Within
Big Elk Meadows, the Association has cleaned most of the debris is contemplating the replacement of a
sixth smaller pond.

RESTORATION RECOMMENDATIONS

1. Coordinate with the USFS and State Engineers office on suitability and ease of access for removal and
reuse of sediment in the reconstruction of the Big Elk Meadows Dams.

2. Coordinate with Big Elk Meadows Association for removal and reuse of sediment in the reconstruction
of the Big Elk Meadows Dams.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 5,600$ 1 5,600$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ -$

Floodplain Stabilization AC 8,100$ -$

Lowering and Grading AC 32,300$ 3 96,900$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 3 15,000$

Temporary irrigation and weed management LS -$ 1 -$

Site Specific LS -$ -$

SUBTOTAL 117,500$

Contingency, 15% of subtotal 17,600$

Permitting , 2.5% of subtotal 2,900$

Design, plans, specification, contract administration, 15% 17,600$

Supervision & Administration, 10% 11,800$

TOTAL 167,000$

Item Description Unit Unit Price
West Fork

Sheet 93
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 94
STATION: West Fork at Big Elk Meadows

Within the footprint of Big Elk Meadows, the West Fork was configured into five reservoirs spanning a
distance of 1 mile. The dams are owned by the Big Elk Meadows Association and provide a water source
for the residence of Big Elk Meadows. All five dams failed during the 2013 Flood. No restoration
recommendations are proposed as the dams will likely be reconstructed.

RESTORATION RECOMMENDATIONS

No restoration recommendations are proposed as the dams will likely be reconstructed by Big Elks
Meadows Association.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 95
STATION: West Fork at Big Elk Meadows

Within the footprint of Big Elk Meadows, the West Fork was configured into five reservoirs spanning a
distance of 1 mile. The dams are owned by the Big Elk Meadows Association and provide a water source
for the residence of Big Elk Meadows. All 5 dams failed during the 2013 Flood. No restoration
recommendations are proposed as the dams will likely be reconstructed.

RESTORATION RECOMMENDATIONS

No restoration recommendations are proposed as the dams will likely be reconstructed by Big Elks
Meadows Association.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 96
STATION: West Fork above Big Elk Meadows

The West Fork upstream of Big Elk Meadows is generally canyon bound with rock outcrop and walls. This
reach is isolated with very limited encroachment on the river corridor. Aerial images indicate a potential
debris flow in the upper watershed that may have contributed to the deposition observed in the portions of
the West Fork in and near Big Elk Meadows. However, the river appears relatively stable and expected to
recover without restoration activities. The USFS has no plans for debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 97
STATION: West Fork above Big Elk Meadows

The West Fork upstream of Big Elk Meadows is generally canyon bound with rock outcrop and walls. This
reach is isolated with very limited encroachment on the river corridor. Aerial images indicate a potential
debris flow in the upper watershed that may have contributed to the deposition observed in the portions of
the West Fork in and near Big Elk Meadows. However, the river appears relatively stable and expected to
recover without restoration activities. The USFS has no plans for debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 98
STATION: West Fork above Big Elk Meadows

The West Fork upstream of Big Elk Meadows is generally canyon-bound with rock outcrop and walls. This
reach is isolated with very limited encroachment on the river corridor. Aerial images indicate a potential
debris flow in the upper watershed that may have contributed to the deposition observed in the portions of
the West Fork in and near Big Elk Meadows. However, the river appears relatively stable and expected to
recover without restoration activities. The USFS has no plans for debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 99
STATION: West Fork above Big Elk Meadows

The West Fork upstream of Big Elk Meadows is generally canyon-bound with rock outcrop and walls. This
reach is isolated with very limited encroachment on the river corridor. Aerial images indicate a potential
debris flow in the upper watershed that may have contributed to the deposition observed in the portions of
the West Fork in and near Big Elk Meadows. However, the river appears relatively stable and expected to
recover without restoration activities. The USFS has no plans for debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 100
STATION: West Fork above Big Elk Meadows

The West Fork upstream of Big Elk Meadows is generally canyon-bound with rock outcrop and walls. This
reach is isolated with very limited encroachment on the river corridor. Aerial images indicate a potential
debris flow in the upper watershed that may have contributed to the deposition observed in the portions of
the West Fork in and near Big Elk Meadows. However, the river appears relatively stable and expected to
recover without restoration activities. The USFS has no plans for debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 101
STATION: West Fork above Big Elk Meadows

The West Fork upstream of Big Elk Meadows is generally canyon-bound with rock outcrop and walls. This
reach is isolated with very limited encroachment on the river corridor. Aerial images indicate a potential
debris flow in the upper watershed that may have contributed to the deposition observed in the portions of
the West Fork in and near Big Elk Meadows. However, the river appears relatively stable and expected to
recover without restoration activities. The USFS has no plans for debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Big Elk Meadows
SHEET: 102
STATION: West Fork above Big Elk Meadows

The West Fork upstream of Big Elk Meadows is generally canyon-bound with rock outcrop and walls. This
reach is isolated with very limited encroachment on the river corridor. Aerial images indicate a potential
debris flow in the upper watershed that may have contributed to the deposition observed in the portions of
the West Fork in and near Big Elk Meadows. However, the river appears relatively stable and expected to
recover without restoration activities. The USFS has no plans for debris removal or restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of willow, and
other riparian species through seeding and cloning without active restoration. No further actions are
suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 103
STATION: North Fork—upstream of confluence

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows, some of
which were torn out during the flood. The river is narrow and canyon bound, setting the sinuosity and river
corridor alignment. The North Fork is a relatively small stream system that often goes dry by late summer.

Based on field observations it appears this reach experienced some scour and pockets of deposition from
the 2013 Flood as well as significant wood debris jams. Velocities were likely to have been relatively high
as evidenced by the movement of debris, although because of the canyon bound valley formation, and
limited encroachment on the river corridor, much of this reach is relatively stable and expected to recover
without restoration activities.

Some restoration work was performed on the McGinnis property including debris removal, river
reconstruction, drop structures and some bank protection.

Overall much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.



1930+00

1920+00

19
00

+0
0

1910+00

0+00

I
0 400200

Feet Page 103 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 104
STATION: North Fork—upstream of Stagecoach Trail

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows, some of
which were torn out during the flood. The river is generally canyon bound, setting the sinuosity and river
corridor alignment. The North Fork is a relatively small stream system that often goes dry by late summer.

Based on field observations it appears this reach experienced some scour from the 2013 flood. Velocities
were likely to have been relatively high as evidenced by the movement of debris, although because of the
canyon bound valley formation, and limited encroachment on the river corridor, much of this reach is
relatively stable and expected to recover without restoration activities. The river generally experienced
localized disturbance limited to areas with encroachments (culverts, roads etc.).

This specific reach includes a road crossing where Stagecoach Trail/Pinwheel Ranch Road crosses the
river. The crossing was reportedly washed out but had been replaced prior to conducting the site
assessments. The driveway to the one residence was also washed out but has since been replaced. The
new driveway is located to the east of the river, thereby eliminating one culvert crossing. Additional
recommendations are noted below.

RESTORATION RECOMMENDATIONS

1. Grade, stabilize and revegetate banks and floodplain.
2. Verify culvert capacity on Pinwheel.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 3,800$ 1 3,800$

Dewatering LF 14$ 0 -$

Create/refine Low Flow Channel LF 27$ -$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 0.25 2,000$

Floodplain Stabilization AC 8,100$ 0.25 2,000$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 0 -$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0.25 1,300$

Temporary irrigation and weed management LS 1,000$ 1 1,000$

Site specific-Road and culvert replacement LS 70,000$ -$

SUBTOTAL 10,100$

Contingency, 15% of subtotal 1,500$

Permitting , 2.5% of subtotal 300$

Design, plans, specification, contract administration, 15% 1,500$

Supervision & Administration, 10% 1,000$

TOTAL 14,000$

Item Description

Unit Unit Price

North Fk

Sheet 104



_̂
Existing culverts have been
repaired by others.  Verify
capacity and hydraulics

Grade and stabilize floodplain

Stagecoach Trail

Stagecoach Trail

Pinwheel

New driveway
constructed by 
owner

30+00

10
+0

0

20+00

I
0 400200

Feet Page 104 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 105
STATION: North Fork upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows, some of
which were torn out during the flood. The river is generally bound by steep hillsides and rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears this reach experienced some scour from the 2013 Flood. Velocities
were likely to have been relatively high as evidenced by the movement of rock and tree debris, although
because of the canyon bound valley formation, and limited encroachment on the river corridor, much of this
reach is relatively stable and expected to recover without restoration activities.

This specific reach includes a private residence (Vancleve/Larson) which was inundated during the 2013
Flood, sustaining primarily water damage. Other structures which were lost or damaged included a small
bridge, several outbuildings, and two ponds. In addition the property experienced some erosion and debris
accumulation. Flood related damage and debris clean up noted on this sheet are being, or have been,
repaired or addressed by the property owner.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 106
STATION: North Fork upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, approximately 100 feet wide, comprised primarily of cottonwoods and willows, some of
which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, primarily larger cottonwood trees and willows. Grasses appear to be
emerging at the time of the field visit. The channel bottom is composed of cobbles and boulders with a
reformation of pools and riffles after the flood.

Spruce Creek, a tributary to the North Fork, confluences at Sta 75+00. Spruce Creek appears to have been
impacted by a mud and debris flow, likely the result of the 2013 flood, including a alluvial deposits and
leveed channels typical of a mud and debris event. Overall much of this reach is relatively stable and
expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 107
STATION: North Fork—upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a narrow vegetated
riparian corridor, approximately 50 to 100 feet wide, comprised primarily of cottonwoods and willows, some
of which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation. Grasses appear to be emerging at the time of the field visit. The
channel bottom is composed of cobbles and boulders with a reformation of pools and riffles after the flood.

Overall much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 108
STATION: North Fork—upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a narrow vegetated
riparian corridor, approximately 50 to 100 feet wide, comprised primarily of cottonwoods and willows, some
of which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation. Grasses appear to be emerging at the time of the field visit. The channel
bottom is composed of cobbles and boulders with a reformation of pools and riffles after the flood.

Overall much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 109
STATION: North Fork—upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a narrow vegetated
riparian corridor, approximately 50 to 100 feet wide, comprised primarily of cottonwoods and willows, some
of which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation. Grasses appear to be emerging at the time of the field visit. The
channel bottom is composed of cobbles and boulders with a reformation of pools and riffles after the flood.

Overall much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 110
STATION: North Fork upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a narrow vegetated
riparian corridor, approximately 50 to 100 feet wide, comprised primarily of cottonwoods and willows, some
of which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation. Grasses appear to be emerging at the time of the field visit. The
channel bottom is composed of cobbles and boulders with a reformation of pools and riffles after the flood.

Overall much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.



180+00

190+00

200+00

170+00

I
0 400200

Feet Page 110 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 111
STATION: North Fork—upstream of Stagecoach

POST-FLOOD CONDITIONS
Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a narrow vegetated
riparian corridor, approximately 50 to 100 feet wide, comprised primarily of cottonwoods and willows, some
of which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation. Grasses appear to be emerging at the time of the field visit. The channel
bottom is composed of cobbles and boulders with a reformation of pools and riffles after the flood.

Hells Canyon, a tributary to the North Fork, confluences at Sta 207+00. Hells Canyon appeared to have
been significantly impacted by high flows from the 2013 flood, evidenced by large boulder debris fields and
significantly wider channels and the loss of its vegetative riparian corridor in many locations.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 112
STATION: North Fork—upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, approximately 50 feet wide, comprised primarily of cottonwoods and willows, some of
which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, primarily larger cottonwood trees and willows. Grasses appear to be
emerging at the time of the field visit. The channel bottom is composed of cobbles and boulders with a
reformation of pools and riffles after the flood.

Overall much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 113
STATION: North Fork—upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, approximately 50 feet wide, comprised primarily of cottonwoods and willows, some of
which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, primarily larger cottonwood trees and willows. Grasses appear to be
emerging at the time of the field visit. The channel bottom is composed of cobbles and boulders with a
reformation of pools and riffles after the flood.

Overall much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 114
STATION: North Fork—upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, approximately 50 feet wide, comprised primarily of cottonwoods and willows, some of
which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, primarily larger cottonwood trees and willows. Grasses appear to be
emerging at the time of the field visit. The channel bottom is composed of cobbles and boulders with a
reformation of pools and riffles after the flood.

Overall much of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of cottonwood,
willow, and other riparian species through seeding and cloning without active restoration. No further actions
are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 115
STATION: North Fork—upstream of Stagecoach

Aerial photos of pre-flood conditions and anecdotal information indicate this reach had a densely vegetated
riparian corridor, approximately 50 feet wide, comprised primarily of cottonwoods and willows, some of
which were torn out during the flood. The river is generally bound by hillsides and some rock outcrops,
setting the riparian corridor alignment. The North Fork is a relatively small stream system that often goes
dry by late summer.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, primarily larger cottonwood trees and willows. Grasses appear to be
emerging at the time of the field visit. The channel bottom is composed of cobbles and boulders with a
reformation of pools and riffles after the flood.

Pole Hill Tunnel, a CBT power station, is located in this reach. Water from Lake Estes and some Big
Thompson River floodwaters are conveyed by Olympus Siphon and Tunnel and Pole Hill Tunnel and Canal
to a penstock through which the water drops 815 feet to Pole Hill Power plant. It is then routed through
Pole Hill Power plant After-bay, Rattlesnake Tunnel, Pinewood Lake, and Bald Mountain Pressure Tunnel,
and dropped 1,055 feet through two penstocks to Flatiron Power plant. An overflow system is located at the
top of the penstock, which allows for the diversion of CBT water (approximately 500 to 600 cfs) into the
North Fork should an emergency shut-off occur at the Pole Hill penstock and/or power plant. This abrupt
change in flows can result in unexpected rises in the surface water elevations of the North Fork and to a
lesser extent in the Little Thompson River. This overflow situation likely occurred during the 2013 flood
event as evidenced by the stream and overbank scour and disturbance immediately downstream of the
After-bay and diversion structure. Restoration of the channel and overbanks is recommended. In addition,
an automated gage warning system is recommended to notify residences downstream of Pole Hill.

The remainder of this reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

1. Grade and stabilize the floodplain.

2. Reconstruct the low-flow channel.

3. Install automated flood-warning system.

4. In remaining sections, allow for the natural regeneration of cottonwood, willow, and other riparian
species through seeding and cloning without active restoration.

OPINION OF PROBABLE COST

Quantity Cost

Mob/Demob LS 1,800$ 1 1,800$

Dewatering LF 14$ 300 4,200$

Create/refine Low Flow Channel LF 27$ 300 8,100$

Excavate, Grade Low Flow Channel (capacity) LF 48$ -$

Grade Control EA -$ -$

Grading AC 8,000$ 0.5 4,000$

Floodplain Stabilization AC 8,100$ 0.5 4,100$

Lowering and Grading AC 32,300$ -$

Point Bar Creation LF 5$ 300 1,500$

Bank Stabilization, Level 1 LF 110$ -$

Bank Stabilization, Level 2 LF 75$ -$

Bank Stabilization, Level 3 LF 45$ -$

Land Reclamation Fill AC 20,200$ -$

Upper Bank Stablization, Level 1 LF 25$ -$

Upper Bank Stablization, Level 2 LF 15$ -$

Upper Bank Stablization, Level 3 LF 5$ -$

Seeding AC 5,000$ 0.5 2,500$

Temporary irrigation and weed management LS 2,025$ 1 2,000$

Gage LS 10,000$ 1 10,000$

SUBTOTAL 38,200$

Contingency, 15% of subtotal 5,700$

Permitting , 2.5% of subtotal 1,000$

Design, plans, specification, contract administration, 15% 5,700$

Supervision & Administration, 10% 3,800$

TOTAL 54,000$

Item Description Unit Unit Price
North Fork

Sheet 115
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 116
STATION: North Fork—upstream of Pole Hill

Aerial photos of pre-flood conditions and anecdotal information indicate this reach is extremely steep,
canyon bound with little vegetation and rock outcrops controlling the river and its alignment. This section of
the North Fork is within the boundaries of the Roosevelt National Forest and is difficult to access.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, and is generally highly controlled by the rock canyons. Overall this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of riparian
vegetation without active restoration. No further actions are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 117
STATION: North Fork—upstream of Pole Hill

Aerial photos of pre-flood conditions and anecdotal information indicate this reach is extremely steep,
canyon bound with little vegetation and rock outcrops controlling the river and its alignment. This section of
the North Fork is within the boundaries of the Roosevelt National Forest and is difficult to access.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, and is generally highly controlled by the rock canyons. Overall this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of riparian
vegetation without active restoration. No further actions are suggested at this time.



430+00

440+00

41
0+

00

420+00

I
0 400200

Feet Page 117 of 129



Appendix C December 2014

LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 118
STATION: North Fork—upstream of Pole Hill

This section of the North Fork is within the boundaries of the Roosevelt National Forest. Aerial photos of
pre-flood conditions and anecdotal information indicate the lower portion of this reach is extremely steep,
canyon bound with little vegetation and rock outcrops controlling the river and its alignment. The upper
portion of this reach begins to flatten out and private land ownership checkerboards the watershed and
riparian corridor.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, and is generally highly controlled by the rock canyons. Overall this
reach is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of riparian
vegetation without active restoration. No further actions are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 119
STATION: North Fork—upstream of Pole Hill

This section of the North Fork is within the boundaries of the Roosevelt National Forest although some
private land ownership exists. Aerial photos of pre-flood conditions and anecdotal information indicate the
lower portion of this reach is transitions between steep sections and meadows typical of headwater regions
in the Rocky Mountains.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, and is generally highly controlled by the rock canyons. Overall this reach
is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of riparian
vegetation without active restoration. No further actions are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 120
STATION: North Fork—upstream of Pole Hill

This section of the North Fork is within the boundaries of the Roosevelt National Forest although some
private land ownership exists. Aerial photos of pre-flood conditions and anecdotal information indicate the
lower portion of this reach is transitions between steep sections and meadows typical of headwater regions
in the Rocky Mountains.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, and is generally highly controlled by the rock canyons. Overall this reach
is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of riparian
vegetation without active restoration. No further actions are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 121
STATION: North Fork—upstream of Pole Hill

This section of the North Fork is within the boundaries of the Roosevelt National Forest although some
private land ownership exists. Aerial photos of pre-flood conditions and anecdotal information indicate the
lower portion of this reach is transitions between steep sections and meadows typical of headwater regions
in the Rocky Mountains.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, and is generally highly controlled by the rock canyons. Overall this reach
is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of riparian
vegetation without active restoration. No further actions are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 122
STATION: North Fork—upstream of Pole Hill

This section of the North Fork is within the boundaries of the Roosevelt National Forest although some
private land ownership exists. Aerial photos of pre-flood conditions and anecdotal information indicate the
lower portion of this reach is transitions between steep sections and meadows typical of headwater regions
in the Rocky Mountains.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, and is generally highly controlled by the rock canyons. Overall this reach
is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of riparian
vegetation without active restoration. No further actions are suggested at this time.
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LITTLE THOMPSON WATERSHED RESTORATION MASTER PLAN

NEIGHBORHOOD: Blue Mountain
SHEET: 123
STATION: North Fork—upstream of Pole Hill

This section of the North Fork is within the boundaries of the Roosevelt National Forest although some
private land ownership exists. Aerial photos of pre-flood conditions and anecdotal information indicate the
lower portion of this reach is transitions between steep sections and meadows typical of headwater regions
in the Rocky Mountains.

Based on field observations it appears the North Fork was somewhat disturbed from flooding but appears
to have retained some vegetation, and is generally highly controlled by the rock canyons. Overall this reach
is relatively stable and expected to recover without restoration activities.

RESTORATION RECOMMENDATIONS

Geomorphic functions of this reach is likely sufficient to allow for the natural regeneration of riparian
vegetation without active restoration. No further actions are suggested at this time.
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